
1

MADE IN FRANCE

DRILLING, SCREW BITS

CATALOG

DIAGER
Rue Henri Moissan

BP 90149
39802 POLIGNY Cedex 2

FRANCE

www.diager.com

Tel. +33 (0)3 84 73 74 75
Fax +33 (0)3 84 73 74 76

contact@diager.com

DIAGER MEXICO : AMERICAS LOGISTICS CENTER
Address : 

Herramientas DIAMEX, S.A. DE C.V.
Av. Las Misiones Nr. 1 Int. 25

Parque Industrial Bernardo Quintana
El Marques  Querétaro  C.P. 76246

MEXICO

Tel. +52 442 2215698
salesadmin@diager.com.mx

FOLLOW US !

INSTAGRAM
@diager_of�cial

  

FACEBOOK 
facebook.com/diagersas

LINKEDIN
linkedin.com/company/diager

YOUTUBE
youtube.com/diager

PROFESSIONAL TOOLS MANUFACTURER
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Tool's diameter.
Diameter x Depth.
Working length.
Total length. 
WLxTL.
Tool's width.
Thickness.
Quantity.
Multiple of order.
Packaging.

Common Abbreviated terms

Multimaterials Ref. I215 48
Glass & Tile Drill Bit Ref. I400U 49

CONCRETE - HAMMER

DIAMOND

CONCRETE - STRAIGHT SHANK

CARBIDE CORE BIT

TOOL FOR HAMMER DRILLS

TOOL FOR PNEUMATIC BREAKER

Specifi cs

Concrete

HSS Accessories

Diamond core bit Ref. I436 36
Accessories Ref. I369HV-I381HV-I382HV-

I385HV-I384HV-I441-I397H
37

Blue Ceram Ref. I426U-I416 40
Chuck for angle grinder Ref. I124K 40

Tapper bit Ref. I255U 43
Fast spiral Ref. I252U 44
Optima3+ Ref. I263 45
X'tra Ref. I273 46
X’tra Fusion Ref. I253U 47

Carbide Core Bit & Accessories Ref. I366-I300 38-39

Pointed Chisel Ref. I322-I342 28-29
Flat Chisel Ref. I318-I319-I343 28-29
Bush Hammer Head Ref. I363 30
Angled Tile Chisel Ref. I348-I349 30
Toothed Chisel Ref. I361 30
Jointed Chisel Ref. I329 30
Chasing Gouge Chisel Ref. I311-I312 30
Brick Chasing Chisel Ref. I314 30

Pointed Chisel Ref. I310-I359-I321-I354 31-33
Flat Chisel Ref. I347-I355-I351-I341 31-33
Spade Chisel Ref. I373 33

Screw extractors Ref. I634 50
Carbide scriber Ref. I403U 50

Booster Plus Ref. I113U-I138U 10-13
Stop drill Ref. I141U 14
SDS-plus hex shank Ref. I100U 15
Twister Plus Ref. I101U-I136U 16-17
Ultimax Ref. I166U 18-19
Spline Ref. I120U 19
Speeduster Ref. I161-I114 20-23
Max 2 cutting edges Ref. I167U 24
Adapter Ref. I138B 24
B3max Ref. I170U 26
Crosser Ref. I165 27

Accessories

Quality Screw bit

Bit holders Ref. IU634-IU639-IU648-IU638-
IU628-IU629-IU635-IU633 58-59

60

Torx Temper Ref. IU624TT 57
Hex Ref. IU625HEX 57
Square Ref. IU627SQ 57

Hex Ref. IU625HEX 56
Philips Ref. IU620PH 56
Pozidriv Ref. IU622PZ 56
Torx Ref. IU623T 56

Torsion Screw bit

Blueshock Screw bit

Philips Ref. IU640PH 55
Pozidriv Ref. IU642PZ 55
Torx Ref. IU643T 55
Slotted Ref. IU641PL 55

Philips Ref. IU610PH 54
Pozidriv Ref. IU612PZ 54
Torx Ref. IU613T 54
Hexa Ref. IU615HEX 54
Square Ref. IU617SQ 54
Bit holder impact Ref. IU621B 54

Reduced section Quality Screw bit

Sets

Ø
ØxP.

WL
TL

L200 x 340
Larg.

Ep.
Qt.

Pack
Pcs

Company presentation 6-9
 Electric concrete breaker & attachments compatibility  34-35
Screw bits manual  52-53
Animation 61
Services 62



Ø Max 1/2"

1/4

< 11 lbs > 11 lbs

<700W >700W
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Materials

Reinforced 
concrete

Concrete Granit Stone Brick

Breeze 
block

Hollow 
brick

Plaster

Masonry

Low 
density 
wood

Wood

Alloy 
steel

Metals

Symbols

Marble Ceramic, 
tile

PlasticNo-tempered 
glass

CompositeSlate

Specifi cs

Water needs for a 
right use of the tool

Use hammering Use only in 
rotation

Quick-lock

Helmet requiredGlasses required Gloves required

Motors

Use

Safety Precautions

Packaging Legends

Plastic clip
European hole
Color label

Plastic clip hex 
European hole
Color label

Quality plastic pouch
European hole
Color label

Scewpack tube
European hole 
Color label

Quadropack 
European hole 
Color label

Plastic box
European hole 
Color label

Envelope
Color label

Quadropack
Color label

Plastic box 
European hole
Color label

Twistpack 
European hole 
Color label

Carton BOX 
Label

Hammer less
than 11 lbs

Drill less than 
700W

Drill superior 
to 700W

Hammer 
superior to 11 lbs
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Diager : A family-owned company since 1953, a French industrial fi rm with 

acknowledged know-how which is nurturing, day-to-day, undeniable soft skills.

This is, more than ever, a state of mind, deep values that defi ne the essence of who 

we are and lead our path through fi eld listening watch and connected innovations 

linked directly to professional users.

At the heart of the system, the human factor in which everyone identifi es itself as part 

of the performance of the company, get trained to new technologies, such as growing 

the respect of corporate ethics. Engaged in CSR since 2019, all the protagonists are 

striving for excellence.

Technological excellency : Numerous investments have been done to enhance our 

production which, at the same time, improve working conditions and lower carbon 

impact.

Digital excellency : Upgraded ERP, implementation of advanced features related to 

products / production / forecasts / dematerialized management, and so on.

Environmental excellency : Consumption reduction, waste sorting and research of recyclable sectors, eco-design 

of our products.

Diager : A “Made in Jura” company, which develops its scope far beyond the French borders with a Mexican 

subsidiary, Diamex, and a German one, USH. This is the refl ection of a genuine will to get closer and closer to our 

partners, and walking side by side along the way. And all of that without losing the “Diager spirit” which animates 

us and testifi es of our daily implication.

François Defougères, 
President.

Values nurtured day-to-day
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A photovoltaic power plant on the roof of our new factory ! 
(“Made in Jura”, in alliance with our local partners, obviously !) 
Our choice has also been driven by the sourcing of “Made 
in France” equipment, concerned about preserving short-
circuits and technological proximity.
On an area of approx. 11,000 sq ft and with a potential of 
190 Megawatts per year, this installation will allow us to 
provide more than 5% of our electricity needs, 100% CO2 
free as it’s green energy !
We are proud to propel the company into a less polluted 
future, by multiplying the projects and actions that improve 
our daily routine, such as sustaining our work tool.
In the light of this, numerous other actions are underway : 
LED lighting, heat recovery compressor, investments in 
more energy-effi cient equipment, less polluting electrical 
vehicles, building rehabilitation, wood heating, and so on.

Nevertheless, the “Greener Good” energy is the one we 
don’t consume ! 

To develop, to renew, to innovate constantly without 
negating its values and convictions ? This is the permanent 
challenge that our company does not fear to take up, with 
you and for you.
How ? In 2019, Diager expands Poligny’s production site 
in Jura. Thanks to nearly 10 million dollars investment, 
an additional 17,000 sq ft plant will allow the company to 
implement its production tool with 10 new machines.
The goal ? To answer the growing demand, to shortcut our 
delivery time but also to prove that the “Made in France” 
production has its rightful place on the global industrial 
market.
These major works are led by our willingness to form part of 
a long-lasting legacy, because our values drive our choices, 
and we decide to provide local solutions.
On the strength of its consequent and brand new facilities, 
the brand Diager stays, more than ever, faithful to its values.
We’ve never been striving that much for building a 
sustainable future together, in search of performance for 
our customers, while respecting the environment and the 
human being in harmony with our surroundings.

Diager, “Solar manufacturer”



9



3-cutter technology

3-cutter technology

Stop drill bit - compatible SDS-plus - ref.I141U

Special REINFORCED CONCRETE              compatible SDS-plus - ref.I113U        

Special REINFORCED CONCRETE                    compatible SDS-max - ref.I170U                cc
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VS90°

TRAJECTORY
CONTROL

PERFECT HOLE,
PERFECT ANCHORING

HAMMERING EFFECT PRECISION
RESITANCE

TO OVERHEATING

BETTER DUST
REMOVAL CAPACITIES

Its design offers the largest
dust removal on the market

Answer to all world technical
standard agreements

The solid monobloc carbide tip is inserted 
and brazed with copper, resistant to over

1000°C temperature raise

3x135° edges, providing a powerful 
and accurate hammering  effect: 

prevents concrete cracking

The self centering tip design
drives the bit straight

competitive 
drill bit

competitive 

The drill bit
stays straight
and keeps its
way through. 

Support

The counter-pressure mechanism of the 
Booster Plus enables to go through any rebar
without blocking

Opposite support

VS

Its design offers the largest
dust removal on the market

nswer to all world technical
standard agreements

competitive 
drill bit

ompetitive tiveitivee eiveveitivvco

Supportuppuppuppuppppppppupp

Opposite supportOOOOOOOOOOO te ste e e suupupsupupupte su tt

SPECIAL 
REINFORCED 
CONCRETE
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I113U
Ref.Ref.

ANSI
NORM

Ø 3/8"

< 11 lbs

Hammer drill bit compatible SDS-plus

Features
• Monobloc carbide tip with self-centering point.
• 135° tip angle.
• 3 cutting edges.
• 2 shape designs : Square and Half-round fl ute.
• Compatible SDS-plus shank.

Benefi ts
• The 3 cutting edges monobloc tip is the solution for all concrete drilling.
• The self-centering tip provides more precision.
• The tip design guarantees a concentric hole.
• The square fl ute accelerates dust extraction and improves the drill bit life time.

HAMMERCONCRETE

see our video on

P
A

T E NTE
D

3 CUTTING EDGES TECHNOLOGY



13

A

H

I128U 3336600187078 1

Ø Ref. Gencod Qty

L 2 x 4"
 3/16 I113UD3/16L04 3336600188624 1
 1/4 I113UD1/4L04 3336600088245 1
 3/8 I113UD3/8L04 3336600088344 1

L 4 x 6"
 3/16 I113UD3/16L06 3336600183636 1
 1/4 I113UD1/4L06 3336600088252 1

 5/16 I113UD5/16L06 3336600088313 1
 3/8 I113UD3/8L06 3336600088351 1
 1/2 I113UD1/2L06 3336600088399 1

 9/16 I113UD9/16L06 3336600088429 1
 5/8 I113UD5/8L06 3336600104389 1

L 6 x 8"
 3/16 I113UD3/16L08 3336600188631 1
 1/4 I113UD1/4L08 3336600088269 1
 3/8 I113UD3/8L08 3336600088368 1
 1/2 I113UD1/2L08 3336600088405 1

 9/16 I113UD9/16L08 3336600195073 1
 5/8 I113UD5/8L08 3336600088450 1
 3/4 I113UD3/4L08 3336600104068 1

L 8 x 10"
 5/8 I113UD5/8L10 3336600195097 1
 3/4 I113UD3/4L10 3336600195103 1

Ø Ref. Gencod Qty

L 10 x 12"
 3/16 I113UD3/16L12 3336600195080 1
 1/4 I113UD1/4L12 3336600088276 1

 5/16 I113UD5/16L12 3336600088337 1
 3/8 I113UD3/8L12 3336600088375 1
 1/2 I113UD1/2L12 3336600088412 1

 9/16 I113UD9/16L12 3336600088443 1
 5/8 I113UD5/8L12 3336600088467 1
3/4 I113UD3/4L12 3336600104075 1

L 16 x 18"
 1/4 I113UD1/4L18 3336600117747 1

 5/16 I113UD5/16L18 3336600117754 1
 3/8 I113UD3/8L18 3336600173569 1
 1/2 I113UD1/2L18 3336600117785 1
 5/8 I113UD5/8L18 3336600117808 1
 3/4 I113UD3/4L18 3336600117822 1

L 21 x 24"
 3/8 I113UD3/8L24 3336600117778 1
 1/2 I113UD1/2L24 3336600117792 1
 3/4 I113UD3/4L24 3336600117839 1

Ø Ref. Gencod Qty

L 2 x 4"
3/16 I138UD3/16L04 3336600197978 1

 1/4 I138UD1/4L04 3336600188433 1

L 4 x 6"
 3/16 I138UD3/16L06 3336600188419 1
 1/4 I138UD1/4L06 3336600188440 1

 5/16 I138UD5/16L06 3336600196674 1
 3/8 I138UD3/8L06 3336600188464 1
 1/2 I138UD1/2L06 3336600188488 1

L 6 x 8"
 3/16 I138UD3/16L08 3336600188426 1

1/4 I138UD1/4L08 3336600196667 1

3/8 I138UD3/8L08 3336600196698 1

1/2 I138UD1/2L08 3336600196704 1

9/16 I138UD9/16L08 3336600196711 1

5/8 I138UD5/8L08 3336600196735 1

L 10 x 12"
1/4 I138UD1/4L12 3336600188457 1

3/8 I138UD3/8L12 3336600188471 1
 1/2 I138UD1/2L12 3336600188495 1

 9/16 I138UD9/16L12 3336600196728 1

 5/8 I138UD5/8L12 3336600196742 1

 3/4 I138UD3/4L12 3336600197831 1

L 16 x 18"
 1/2 I138UD1/2L18 3336600197824 1

Ref. Gencod Qty

Set 
Composition

Ø 3/16-1/4-5/16-3/8-1/2 L 4 x 6"

12
PIECES

ø
Rotation 
speed 
rpm

3/16 850

1/4 850

5/16 650

3/8 650

1/2 650

9/16 650

5/8 650

3/4 650

DRILLING
ROTATION SPEED
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I141U
Ref.

ANSI
NORM

Ø 3/8"

< 11 lbs

A

Ø WL Ref. Gencod Qty

 3/8 1-1/16 I141UD3/8L1.1/16 3336600188365 1

 1/2 13/16 I141UD1/2L13/16 3336600188372 1

 1/2 1-11/16 I141UD1/2L1.27/16 3336600188389 1

 5/8 1-3/16 I141UD5/8L1.3/16 3336600188396 1

 5/8 2-1/16 I141UD5/8L2.1/16 3336600188402 1

CONCRETE

Stop drill bit
Hammer drill bit compatible SDS-plus

Features
• Monobloc carbide tip with self-centering point.
• 135° tip angle.
• 3 cutting edges.
• 2 shape designs : Square and Half-round fute.
• Depth stop.
• Compatible SDS-plus shank.

Benefi ts
• The depth stop provides precise and repetitive control over the drilling depth.
• Precise start up to avoid the sweep effect.
• One-piece tip with three cutting edges for all types of concrete including reinforced concrete.
• The shape of the head guarantees a perfectly round and sized hole.

Applications
Fast volume assembly for fi xings which require precise and repetitive drilling depth (for drop-in anchors). 
Installation of stadium seats, cable trays, ventilation system, …

3 CUTTING EDGES TECHNOLOGY

Thread x h1

do

"

h1

"

M8x1 3/8 1
M10x1-9/16 1/2 1-9/16

M12x2 5/8 2

HAMMER



15

I100U
Ref.

HEX

ANSI
NORM

C

Ø 3/8"

Ø Ref. Gencod Qty

L 2 x 5"
 5/32 I100UD5/32L05 3336600093812 1
 3/16 I100UD3/16L05 3336600093836 1
 1/4 I100UD1/4L05 3336600118010 1

L 4 x 7"
 5/32 I100UD5/32L07 3336600093829 1
 3/16 I100UD3/16L07 3336600093843 1
 1/4 I100UD1/4L07 3336600118027 1

SDS HEX SHANK
Hammer drill bit compatible SDS-plus-hexa

Features
• Self-centering and concrete breaker carbide tip.
• 2 cutting edges.
• 160° tip angle.
• 2 shape designs : Square and Half-round fute.
• Compatible SDS-plus shank.

Benefi ts
• Self-centering tip provides more precision for penetration.
• Chiseling effect to break concrete.
• Faster drilling.
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I101U

Ø 3/8"

Ref.

ANSI
NORM

Twister

< 11 lbs

Features
• Self-centering and concrete breaker carbide tip.
• 2 cutting edges.
• 160° tip angle.
• 2 shape designs : Square and Half-round fute.
• Compatible SDS-plus shank.

Benefi ts
• Self-centering tip provides more precision for penetration.
• Chiseling effect to break concrete.
• Faster drilling.

Hammer drill bit compatible SDS-plus

HAMMERCONCRETE

CONCRETE BREAKER
 CARBIDE TIP = FASTER DRILLING

Competitors  2 cuttings

P
A

T E NTE
D

DESIGN

P

A T E N

T
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A

H

Ref. Gencod Qty

I129U 3336600187085 1

Ø Ref. Gencod Qty

L 2 x 4"
 5/32 I101UD5/32L04 3336600088474 1
 3/16 I101UD3/16L04 3336600088498 1
 1/4 I101UD1/4L04 3336600088573 1
 5/16 I101UD5/16L04 3336600088641 1

L 4 x 6"
 5/32 I101UD5/32L06 3336600088481 1
 3/16 I101UD3/16L06 3336600088504 1
 7/32 I101UD7/32L06 3336600187054 1
 1/4 I101UD1/4L06 3336600088580 1
 5/16 I101UD5/16L06 3336600088658 1
 3/8 I101UD3/8L06 3336600088689 1
 7/16 I101UD7/16L06 3336600195523 1
 1/2 I101UD1/2L06 3336600088771 1
 9/16 I101UD9/16L06 3336600088832 1
 5/8 I101UD5/8L06 3336600088863 1
 3/4 I101UD3/4L06 3336600088931 1

L 6 x 8"
 3/16 I101UD3/16L08 3336600088511 1
 7/32 I101UD7/32L08 3336600195547 1
 1/4 I101UD1/4L08 3336600088597 1
 5/16 I101UD5/16L08 3336600088665 1
 3/8 I101UD3/8L08 3336600088696 1
 1/2 I101UD1/2L08 3336600088788 1
 5/8 I101UD5/8L08 3336600088870 1
 3/4 I101UD3/4L08 3336600088948 1

L 8 x 10"
 3/16 I101UD3/16L10 3336600195509 1
 7/32 I101UD7/32L10 3336600195554 1
 1/4 I101UD1/4L10 3336600195479 1
 1/2 I101UD1/2L10 3336600195455 1
 7/8 I101UD7/8L10 3336600088993 1
 1 I101UD1L10 3336600195493 1

Ø Ref. Gencod Qty

L 10 x 12"
 3/16 I101UD3/16L12 3336600088528 1
 1/4 I101UD1/4L12 3336600088603 1

 5/16 I101UD5/16L12 3336600088672 1
 3/8 I101UD3/8L12 3336600088702 1

 7/16 I101UD7/16L12 3336600195530 1
 15/32 I101UD15/32L12 3336600165366 1

 1/2 I101UD1/2L12 3336600088795 1
 9/16 I101UD9/16L12 3336600088849 1
 5/8 I101UD5/8L12 3336600088887 1
 3/4 I101UD3/4L12 3336600088955 1
 7/8 I101UD7/8L12 3336600089006 1

1 I101UD1L12 3336600089020 1
L 14 x 16"

 3/8 I101UD3/8L16 3336600088719 1
L 16 x 18"

 1/4 I101UD1/4L18 3336600088610 1
5/16 I101UD5/16L18 3336600188648 1
 3/8 I101UD3/8L18 3336600088726 1
 1/2 I101UD1/2L18 3336600088818 1
 5/8 I101UD5/8L18 3336600088894 1
 3/4 I101UD3/4L18 3336600088979 1
 7/8 I101UD7/8L18 3336600089013 1

1 I101UD1L18 3336600089037 1
L 21 x 24"

 3/8 I101UD3/8L24 3336600173538 1
 1/2 I101UD1/2L24 3336600088825 1
 5/8 I101UD5/8L24 3336600088900 1
 3/4 I101UD3/4L24 3336600188662 1

Ø Ref. Gencod Qty
L 2 x 4"

 3/16 I136UD3/16L04 3336600188518 1
 1/4 I136UD1/4L04 3336600188549 1

L 4 x 6"
 5/32 I136UD5/32L06 3336600188501 1
 3/16 I136UD3/16L06 3336600188525 1
 1/4 I136UD1/4L06 3336600188556 1

 5/16 I136UD5/16L06 3336600188570 1
 3/8 I136UD3/8L06 3336600188587 1
 1/2 I136UD1/2L06 3336600188600 1

L 6 x 8"
 3/16 I136UD3/16L08 3336600188532 1
 1/4 I136UD1/4L08 3336600188563 1

3/8 I136UD3/8L08 3336600197985 1

L 10 x 12"
 3/8 I136UD3/8L12 3336600188594 1
 1/2 I136UD1/2L12 3336600188617 1

Ø Ref. Gencod Qty
L 2 x 4"

 3/16 I147UD3/16L04 3336600197459 1
 1/4 I147UD1/4L04 3336600197480 1

L 4 x 6"
 5/32 I147UD5/32L06 3336600197442 1
 3/16 I147UD3/16L06 3336600197466 1
 1/4 I147UD1/4L06 3336600197497 1

 5/16 I147UD5/16L06 3336600197510 1
 3/8 I147UD3/8L06 3336600197527 1
 1/2 I147UD1/2L06 3336600197541 1

L 6 x 8"
 3/16 I147UD3/16L08 3336600197473 1
 1/4 I147UD1/4L08 3336600197503 1

3/8 I147UD3/8L08 3336600199897 1

L 10 x 12"
 3/8 I147UD3/8L12 3336600197534 1
 1/2 I147UD1/2L12 3336600197558 1

Set
Composition

Ø 3/16-1/4-5/16-3/8-1/2 L 4 x 6"

12
PIECES

25
PIECES
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I166U
I120U

Ø 3/4"

Ref.

ANSI
NORM

< 11 lbs

Resists Flex

Resists Torsion

Resists Compression

6 asymetric cutting edges reduce the risk of 
blockage when in use on a particularly hard 
aggregate, or on rebar. The progressive core and 
the roundness of the flute allow optimal removal of 
dust and negates any risk of blocking due to dust 
accumulation.

The hardness of concrete combined with the power 
of the drill unite to create compression. The heat 
treatment of the body allows the energy of the drill 
to be concentrated on the tungsten carbide tip 
(whilst absorbing shock waves).

Anti-blocking System  

Heat Treatment

More Material 
Flex exerted in the lower section of a drill bit is 
the most likely destructive factor. The progressive 
core of the spiral adds material and increases the 
rigidity in this area which is subjected to extreme 
pressure.

Hammer drill bit compatible SDS-max 
and spline shank
Features
• 3 carbide tips with self-centering point.
• 135° Central tip angle / 120° External tip angle.
• 6 cutting edges.
• Progressive fl ute.
• Compatible SDS-max shank.

Benefi ts
• Guarantee of perfect round and calibrated hole.
• Longer life time.
• Anti-blocking system.
• Low vibration : more confort.

see our video on

HAMMERCONCRETE
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I120U
Ref.

ANSI
NORM

F

F

Ø Ref. Gencod Qty

L 8 x 13"
 5/8 I166UD5/8L13 3336600091337 1
 3/4 I166UD3/4L13 3336600091368 1
 7/8 I166UD7/8L13 3336600091399 1

1 I166UD1L13 3336600091412 1
 1-1/8 I166UD1.1/8L13 3336600091443 1

1-1/4 I166UD1.1/4L13 3336600195622 1

L 16 x 21"
 5/8 I166UD5/8L21 3336600091344 1

11/16 I166UD11/16L21 3336600195608 1
 3/4 I166UD3/4L21 3336600091375 1

 13/16 I166UD13/16L21 3336600195615 1
 7/8 I166UD7/8L21 3336600091405 1

1 I166UD1L21 3336600091429 1
 1-1/8 I166UD1.1/8L21 3336600091450 1
 1-1/4 I166UD1.1/4L21 3336600005238 1
 1-3/8 I166UD1.3/8L21 3336600163553 1
 1-1/2 I166UD1.1/2L21 3336600188747 1
 1-3/4 I166UD1.3/4L21 3336600188761 1

Ø Ref. Gencod Qty

L 21 x 27"
 7/8 I166UD7/8L27 3336600191549 1
 1 I166UD1L27 3336600193802 1

 1-1/8 I166UD1.1/8L27 3336600193819 1
 1-1/4 I166UD1.1/4L27 3336600193833 1
 1-3/8 I166UD1.3/8L27 3336600193826 1
 1-3/4 I166UD1.3/4L27 3336600193840 1
L 31 x 36"
 5/8 I166UD5/8L36 3336600187207 1
 3/4 I166UD3/4L36 3336600188709 1
 7/8 I166UD7/8L36 3336600188716 1

1 I166UD1L36 3336600091436 1
 1-1/8 I166UD1.1/8L36 3336600188723 1

 1-1/4 I166UD1.1/4L36 3336600091504 1
 1-3/8 I166UD1.3/8L36 3336600188730 1
 1-1/2 I166UD1.1/2L36 3336600118904 1

 1-3/4 I166UD1.3/4L36 3336600188778 1

Ø Ref. Gencod Qty

L 10 x 12"
3/8 I120UD3/8L12 3336600195639 1

3/4 I120UD3/4L12 3336600195684 1

L 8 x 13"
 1/2 I120UD1/2L13 3336600195646 1
9/16 I120UD9/16L13 3336600195660 1

Ø Ref. Gencod Qty
L 11 x 16"
 5/8 I120UD5/8L16 3336600195677 1
7/8 I120UD7/8L16 3336600195721 1
 1 I120UD1L16 3336600091948 1

 1-1/8 I120UD1.1/8L16 3336600195738 1

1-1/4 I120UD1.1/4L16 3336600195745 1

1-3/8 I120UD1.3/8L16 3336600195752 1

L 16 x 21"
3/4 I120UD3/4L21 3336600188808 1

1 I120UD1L21 3336600091955 1

1-1/8 I120UD1.1/8L21 3336600091986 1

L 18 x 24"
1/2 I120UD1/2L24 3336600195653 1

5/8 I120UD5/8L24 3336600091856 1

7/8 I120UD7/8L24 3336600091931 1

1-1/4 I120UD1.1/4L24 3336600092006 1

1-3/8 I120UD1.3/8L24 3336600195769 1

1-1/2 I120UD1.1/2L24 3336600195776 1

L 22 x 29"
3/4 I120UD3/4L29 3336600196776 1

L 31 x 36"
3/4 I120UD3/4L36 3336600195714 1

Spline shank version

 MACHINE
Attachment

Joule 
strike 
force

Weight 
in LBS

 

5/8 3/4  7/8 1  1-1/8  1-1/4  1-3/8 1-1/2  1-3/4

SDS-max 
wired perforator

8-9 14      

12-13 19     

19-20 25    

Optimal Occasional Not compatible

Engine horsepower / drill diameter
Using a non adapted machine in compliance with the diameter can lead to the drill bit breakage.
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DUST-FREE DRILL BIT

Objective : DUST-FREE
SPEEDUSTER dust-free drill bit with the massive head

system allows immediate dust extraction.
SPEEDUSTER drills faster and without any blocking, 

lengthening signifi cantly its lifetime.

CLEANER WORKSITE

SPEEDUSTER drills and extracts dust in one step.
Job is done faster.
Indoor equipment is safe from dust and lasts 
longer.

PROTECTION

In compliance with the new international dust 
exposure regulations, workers are now protected 
from dust. According to countries, the law 
establishes the value of exposure to quartz silica 
(breathable dust) at 0,0001 ppm for 8 working 
hours.

1

2

1

2

3

4

FAST SPEED DRILLING

SDS-MAX
STANDARD DRILL BIT

SPEEDUSTER drills 4 holes vs 2 compared to a 
standard SDS-Max drill bit.

DRILLS TWICE FASTER

M
A

S
SIVE H

E
A

D

S
YSTEM
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Compatible 
SDS-plus

Efficiency

Holes drilling and cleaning are made in a single 
stage. Chemical fastening resistance is multiplied 
tenfold thanks to perfectly clean holes. There are a 
real time-saving and a better profitability of 
worksites.

1
DRILLING

2
FIXING

FASTENING IN 2 STEPS ONLY

SDS-MAX STANDARD
drill bit

Drilling diameter 1-1/4", length 40" depth in C50/60 concrete

2,2 LBS OF DUST DUST-FREE

DRILLING COMPARISON

new



22

I161
I114

Ø 3/4

Ref.

A

A

Ø 3/8 or

> 11 lbs

> 11 lbs

 Features  Ref.  Gencod  Qt. 

 SDS-max
Connecting sleeve + 

O'ring 
Compatible Vacuum 

Pipes 
Ø 1-3/8" or 1-9/16"

or with adapter

  I161UDMAX    3336600195899   1 

Ø  Ref.  Gencod  Qt. 

  L 16 x 24"
  1/2   I161UD1/2L24   3336600195813   1 

  9/16   I161UD9/16L24   3336600195820   1 
  5/8   I161UD5/8L24   3336600195837   1 
3/4   I161UD3/4L24   3336600195844   1 

Ø  Ref.  Gencod  Qt. 

  L 16 x 24"
7/8   I161UD7/8L24 3336600195851   1 
  1   I161UD1L24   3336600195868   1 

  1-1/8   I161UD1.1/8L24   3336600195875   1 
1-3/16   I161UD1.3/16L24   3336600192737   1 
  1-1/4   I161UD1.1/4L24   3336600198067   1 
  1-3/8   I161UD1.3/8L24 3336600195882   1 

 Ø  Ref.  Gencod  Qt. 

  L 10-7/16 x 16"
  1/2   I114VD1/2L16 3336600198074   1 

  9/16   I114VD9/16L16   3336600198081   1 
  5/8   I114VD5/8L16   3336600198098   1 
3/4   I114VD3/4L16 3336600198104   1 

 Designation  Ref.  Gencod  Qt. 

 SDS-plus
Connecting sleeve + 

O'ring 
Compatible Vacuum 

Pipes 
Ø 1-3/8" or 1-9/16"

or with adapter

I114VDPLUS   3336600198111   1 

Hammer drill bit 
compatible SDS-plus and SDS-max

Compatible SDS-plus

Plastic clip

Plastic clip

see our video on

3 CUTTING TIP

CONNECTING SLEEVE

CONNECTING SLEEVE

3 CUTTING TIP

HEAD MASSIVE
SYSTEM

CONCRETE DUST FREE DRILL BIT

Features
• 2 wide holes to evacuate the dust.
• Vaccum cleaner connection sleeve.
• Head Massive system, 100% carbure, 10 cutters.
• Centering tip.
• Reduced drill bit body with centering drill guide.
• SDS-max and SDS-plus attachment compatibility.

Benefi ts
• Work without dust.
• Operators work without risk for their health.
• Drilling and cleaning of the holes, as the worksite  in only one step.
• Time saving for drilling, fastening, worksite cleaning for a better profi tability.
• Very strong fastening resistance.
• The dust evacuation during drilling improves drill bit lifetime.

Applications
• Reinforced concrete, concrete, stone, masonry blocks, brick, lime, retroactive rebar connection : in structural 
parts (bridges, tunnels, frame renovation or improvement), drilling in cleanrooms, hospitals, laboratories…

Compatible SDS-max
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 Machine
Attachment

  Battery
voltage

 Joule 
strike 
force

Weight 
in kg

 DIAMETER

1/2 9/16 5/8 3/4  7/8  1 1-1/8 1-3/16 1-1/4  1-3/8

SDS-max 
Wired perforator

- 8-9 6-7       

- 12-13 8-9    

SDS-max
Wired perforator

- 2,5-3,5 2,5-3,5   

- 3-3,5 3-4           

- 4-4,5 4,5-5           

 SDS-plus
Cordless perforator

18 2-3 3-4           

36 2 3           

36 3-4 4-5           

Optimal Occasional Not compatible

Engine horsepower / drill diameter
Using a non adapted machine in compliance with the diameter can lead to the drill bit breakage.
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I138B
I140R

2

2

1

1

Ref.

I167U

ANSI
NORM

Ø 3/4"

F

A

< 11 lbs

Description Ref. Gencod Qty

SDS-MAX to SDS-PLUS Adapter I138B 3336600165519 1

SPLINE to SDS-PLUS Adapter I140R 3336600195783 1

Ø Ref. Gencod Qty

L 8 x 13"
3/8 I167UD3/8L13 3336600195592 1
 1/2 I167UD1/2L13 3336600091566 1

 9/16 I167UD9/16L13 3336600188686 1

L 16 x 21"
 1/2 I167UD1/2L21 3336600091573 1

 9/16 I167UD9/16L21 3336600188693 1

HAMMERCONCRETE

Adapter Compatible SDS-plus

Hammer drill bit compatible SDS-max

Features
• Self-centering and concrete breaker carbide tip.
• 2 cutting edges.
• 160° tip angle.
• 2 additional supports to avoid blocking.
• Progressive fl ute. 
• Compatible SDS-max shank.

Benefi ts
• Faster in concrete.
• Hardness and fl exibility of the body.

1 2

Max 2 cutting edges
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Diager societal commitment
Sustainable development is "development 
that meets the needs of the present without 
compromising the capacity of future 
generations to respond to theirs".
The notion of sustainable development rests 
on three pillars : economic, ecological and 
societal.
At Diager, sustainable development is 
implemented in many ways, beginning with 
the sustainability of our products. While many 
wonder about the provenance or the traceability 
of consumer goods, the Guaranteed French 
Origin certifi cation reassures our customers 
and refl ects our commitments.
Diager has held this certifi cation 
since 2012 for its percussion drill bits, 

cylindrical drill bits and diamond tools. 
This national certifi cation provides clear and 
transparent information to consumers on the 
origin of the product and its manufacturing 
process. It enhances productive activities and 
jobs created in France. It guarantees that 50% 
of the value of the product has been acquired 
in France and that the places from which it 
draws its characteristics are located in France.
From a purely environmental point of view, 
Diager holds ISO 14001 certifi cation. 
Innovative fi fteen years ago, today this 
initiative is the foundation of all our thought-
processes and every aspect of our business. It 
refl ects a proactive approach of research and 
development.

Our commitments are refl ected in concrete 
actions. Our deliberate approach to preserve 
the environment is deployed along four lines:
• Reduction of CO2 emissions.
Diager recovers the heat from its production 
equipment to heat its workshops, uses a boiler 
fueled with wood chips to heat administrative 
buildings and works with local partners to 
reduce the transportation of its products. 
Since September 2011, the company has 
optimized domestic single package transport 
which represents savings of 1600 equivalent 

tons of carbon each year (or roughly 35% 
of the company's overall emissions). In 
2014 Diager invested in 4 electric vehicles.
• Sorting and separation of waste for recycling.
• Control of releases into the atmosphere. 
Diager fi lter its releases into the air to 
preserve the environment and guarantee 
better air quality for neighboring populations.
• Savings in natural resources.
Diager has reduced its water consumption by 
40% in ten years by improving its industrial 
process.
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I170U
Ref.

ANSI
NORM

Ø 3/4"

A

< 11 lbs

Ø Ref. Gencod Qty

L 8 x 13"
 1/2 I170UD1/2L13 3336600188822 1

 9/16 I170UD9/16L13 3336600188846 1
 5/8 I170UD5/8L13 3336600188860 1
 3/4 I170UD3/4L13 3336600188884 1

Ø Ref. Gencod Qty

L 16 x 21"
 1/2 I170UD1/2L21 3336600188839 1

 9/16 I170UD9/16L21 3336600188853 1
 5/8 I170UD5/8L21 3336600188877 1
 3/4 I170UD3/4L21 3336600188891 1

Hammer drill bit compatible SDS-max

Features
• Monobloc carbide tip with self-centering point.
• 135° tip angle.
• 3 cutting edges.
• 2 shape designs : Square and Half-round fute.
• Compatible SDS-max shank.

Benefi ts
• The 3 cutting edges monobloc tip is the solution for all concrete drilling.
• The self-centering tip provides more precision.
• The tip design guarantees a concentric hole.
• The square fl ute accelerates dust extraction and improves the drill bit life time.

3 CUTTING EDGES TECHNOLOGY

HAMMERCONCRETE

P
A

T E NTE
D
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I165
Ref.

Ø 3/4"

F

< 11 lbs

Ø Ref. Gencod Qty

L 31 x 39"
 2-1/8 I165D2.1/8L39 3336600005624 1
 2-1/2 I165D2.1/2L39 3336600005631 1
 3-1/8 I165D3.1/8L39 3336600005648 1

Ø Ref. Gencod Qty

L 18 x 23"
 2-1/8 I165D2.1/8L23 3336600005297 1
 2-1/2 I165D2.1/2L23 3336600005303 1
 3-1/8 I165D3.1/8L23 3336600005310 1

Multi-cutting edges
Hammer drill bit compatible SDS-max

Features
• Centering drill bit with carbide tips.
• 4 central carbide tips.
• 6 external carbide tips.
• Asymetric layout.
• Wide dust extraction area.
• Strengthened tapered rod.
• Long shank (23 or 39).
• Attachment compatible SDS-max.

Benefi ts
• Round and calibrated hole.
• Long life.
• Resistance.
• Power of destruction increased.
• Rigidity.
• More lightweight (-20%), best comfort of use.

Applications
• Deep drilling or through.
• Drilling of large diameters up to 3-1/8".
• Cable and tube passage, pipes of refurbishment or new construction.
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HAMMER DRILL DEMOLITION LINE

 Pointed chisels
 Flat chisels
 Bush hammer Head
 Angled tile chisels
 Toothed chisel
 Jointed chisel
 Chasing gouge chisels
 Brick chasing chisels
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I322
I342

I318
I319
I343

Ref.

A

A

Ø 3/4Ø 3/8 or

Ø TL Ref. Gencod Qty

Compatible SDS-plus
 15/32 10 I322D15/32L10 3336600012820 1
 9/16 10 I322D9/16L10 3336600022171 1

Compatible SDS-max
 23/32 11 I342D23/32L11 3336600063488 1
 23/32 16 I342D23/32L16 3336600061521 1
 23/32 24 I342D23/32L24 3336600165915 1

Larg. TL Ref. Gencod Qty

Compatible SDS-plus
25/32 10 I318L25/32L10 3336600063518 1
1-1/2 8 I318L1.1/2L08 3336600063525 1

Compatible SDS-max
15/16 11 I343L15/16L11 3336600063549 1
15/16 16 I343L15/16L16 3336600061514 1
15/16 24 I343L15/16L24 3336600075368 1

2 14 I343L2L14 3336600063556 1
3 12 I343L3L12 3336600063563 1

4-1/2 14 I343L4-1/2L14 3336600063570 1

Helical pointed chisel
Features
• Helical head.
• 4 anti-lock sides.
• Sandblasted head.
• Compatible SDS-plus & SDS-max.

HELICAL HEAD

High temperature heat treatment under controlled atmospheric conditions provides maximum strength 

which concentrates all the hammer power for a real chiseling performance.

The new helical working head works in half rotation 

with constant pressure on its 4 cutting edges. Guided by 

its specific geometry with air and dust extraction during 

drilling, it doesn't get stuck into materials.

 Due to its helical head,  the pointed chisel penetrates 

and explodes easily more materials. The user's efforts 

are minimised in comparison to a classic head form. 

User comfort is improved.

100%  POWERFUL

ANTI-LOCK

EFFORTLESS DRILLING  4 ANTI-LOCK 
SIDES

HELICAL 
WORKING 

PROFIL

Flat chisel
Applications
• For any type of breaking.
• Work on concrete and stone.

CONCRETE TOOLS FOR HAMMER DRILLS

P
A

T E NTE
D
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5/8"

Ø 1-1/4" Ø 1-3/8"

I348
I349

I363

I311
I312

I329

I361

I314

Ref.

A

A

A

A

A

A

Larg. TL Ref. Gencod Qty
Compatible SDS-plus
1-1/2 8 I348L1.1/2L08 3336600063648 1

3 8 I348L3L08 3336600198128 1
Compatible SDS-max

2 12 I349L2L12 3336600063655 1
3 12 I349L3L12 3336600185401 1

Larg. TL Ref. Gencod Qty
Compatible SDS-max

5/8 10 I363D5/8L10 3336600063723 1

Larg. TL Ref. Gencod Qty
Compatible SDS-max
1-1/2 11 I361L1-1/2L11 3336600063662 1

Ep. TL Ref. Gencod Qty
Compatible SDS-max
13/32 12 I329L13/32L12 3336600063679 1

ØxP. TL Ref. Gencod Qty
Compatible SDS-max
1-1/4x29/32 12 I314L1-1/4L12 3336600063709 1

1-3/8x1-27/64 15 I314L1-3/8L15 3336600063716 1

Ep. TL Ref. Gencod Qty
Compatible SDS-plus

 7/8 10 I311L7/8L10 3336600063686 1
Compatible SDS-max
1-1/32 12 I312L1-1/32L12 3336600063693 1

Bush Hammer Head

Angled tile chisel

Toothed Chisel

Jointed Chisel

Chasing gouge chisel

Brick / Block channel 
chasing chisel

Features
• 16 Carbide Teeth.
• Monobloc.

Application
• For bigger breaking work 
with an ergonomical angled 
chisel.

Applications
• To disjoint brick, stone, tiles 
and roughcast.

Application
• To remove mortar junctions 
of bricks.

Application
• To make thick trench 
on concrete.

Applications
• For jobs in standstone, stone and 
brick. Ideal for varying the depth 
of the channel glides through and 
digging locations for distribution 
boxes and sockets without 
changing tools.

section
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PNEUMATIC BREAKER DEMOLITION LINE

 Pointed chisels
 Flat chisels
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I310

I347

I359

I355

Ref.

64mm 2-1/2" 

19
m

m
 

3/
4"

 

37mm 1-1/2" 

22mm 
7/8" 

Ø  TL Ref. Gencod Qty Pack
Hexagonal 19 mm 3/4" + retaining groove
19mm 3/4" 400 16" I310D3/4L16 3336600198135 1 W

L  TL Ref. Gencod Qty Pack
Hexagonal 19 mm 3/4" + retaining groove
24mm 1" 400 16" I347L1L16 3336600198142 1 W

Ø  TL Ref. Gencod Qty Pack

Hexagonal 22 mm 7/8" + 6 grooves (TE'S)
22mm 7/8" 360 14" I359D7/8L14 3336600198173 1 W

L  TL Ref. Gencod Qty Pack

Hexagonal 22 mm 7/8" + 6 grooves (TE'S)
28mm 1-1/8" 360 14" I355L1.1/8L14 3336600198180 1 W

CHISELS  PNEUMATIC BREAKER

Hexagonal 19 mm 3/4" 
+ retaining ring groove

CONCRETE

Hexagonal 22 mm 7/8" 
+ 6 grooves (TE-S)
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I354

I351

I373

I321

I341

Ref.

28
m

m
 

1-
1/

8"
 

Ø 
46

1-
7/

8"
 

133mm 5-3/16" 

70mm 2-3/4" 

28
m

m
 

1-
1/

8"
 

160mm 6-3/8" 6mm 1/4" 

Ø  TL Ref. Gencod Qty Pack

Hexagonal 28x160mm 1-1/8" x 6"
28mm 1-1/8" 560 22" I321D1.1/8L22 3336600198197 1 W

Ø  TL Ref. Gencod Qty Pack

Hexagonal 28 mm 1-1/8" + fl at
28mm 1-1/8" 400 16" I354D1.1/8L16 3336600198159 1 W

L  TL Ref. Gencod Qty Pack

Hexagonal 28 mm 1-1/8" + fl at
32mm 1-1/4" 400 16" I354L1.1/4L16 3336600198166 1 W

L TL Ref. Gencod Qty Pack

Hexagonal 28x160mm 1-1/8" x 6"
30mm 1-3/16" 560 22" I351L1.3/16L22 3336600198203 1 W
85mm 3-1/2" 540 21" I351L3.1/2L21 3336600198210 1 W

L  TL Ref. Gencod Qty Pack

Hexagonal 28x160mm 1-1/8" x 6"
75mm 3" 560 22" I373L3L22 3336600198227 1 W
125mm 5" 540 21" I373L5L21 3336600198234 1 W

Hexagonal 28 mm 1-1/8"
+ fl at

Hexagonal 28 mm 1-1/8"
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AT
LA

S
CO

PC
O

 PB14D
 PB10H
 PH11H
 PH5H
 PHE50H
 PHE5H
 PHE6H

BO
SC

H®

HSH10 (12312)
USH10 (11305)
45DE (11214)
UBH12-50 (11209)
UBH6-35
UBH6-35D
USH6
GSH16-28
GSH27
GSH27VC
HSH28 (12314)
USH27 (11304)
GSH16-30

 CA
SA

LS
®

 Tornado

DE
W

AL
T® D25940K

D25941K

DW558K

D25980

EL
U®

SH60K

 HI
LT

I®

 TE805
 TE905
 TE905AVR
 TE1000AVR
 TE1500AVR

 HI
TA

CH
I®

/ H
IK

OK
I®

 DH50SH1
 H45FRV
 DH38YA
 DH38YF
 DH40FA
 DH40FB
 DH40FR
 DH50SB
 DH50SBK
 H65 SD
 H70 SD
 H85
 H90 SE
 H65SB
 H65SB2
 H70 SA
 H90 SG

*not comprehensive list

PNEUMATIC BREAKER & ATTACHMENTS COMPATIBILITY
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PNEUMATIC BREAKER

Compatible

ATTACHMENT
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KA
N

G
O

 1400B
 638S

 800S

 900B
 900KS
 900S
 900XS
 950B

M
AK

IT
A®

HM1200B
HM0810B
HM1140C
HM1242C
HR3520B
HR3850B
HR4040C
HR5000
HM1304B
HM1500B
 8900N
 HM1300
 HM1303
 HM1304
 HM1317C
 HM1400
HM1500

 M
ET

AB
O®  Bh1130S

 Bh1131S
 BhE6030S
 RH66
 RH99
 RH99X

M
IL

W
AU

KE
E®

5335
5311
5312
5316
5317
 5343
 5344
 5347
 5348
 5352
 5353
 PH11H
PH40H

RY
OB

I®

CH465K

 CH486K

 SP
IT

®  400

 400S

W
AC

KE
R®

 EHB11BLS

*not comprehensive list
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PNEUMATIC BREAKER

Compatible

ATTACHMENT
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I436

9 mm
23/64"

450 mm
18"

1-1/4"

Ref.

M

Ø TL Ref. Gencod Qty

Connection 1-1/4'' - L450mm 18"
2" 51mm 450 18" I436UD2L18 3336600199682 1

2-1/2" 61mm 450 18" I436UD2.1/2L18 3336600199699 1
2-3/4" 71mm 450 18" I436UD2.3/4L18 3336600199705 1

3" 76mm 450 18" I436UD3L18 3336600199712 1
3-1/2" 92mm 450 18" I436UD3.1/2L18 3336600199729 1

4" 102mm 450 18" I436UD4L18 3336600199736 1
4-1/2" 112mm 450 18" I436UD4.1/2L18 3336600199743 1

5" 127mm 450 18" I436UD5L18 3336600199750 1
6" 152mm 450 18" I436UD6L18 3336600199767 1

6-1/4" 162mm 450 18" I436UD6.1/4L18 3336600199774 1
8" 200mm 450 18" I436UD8L18 3336600199781 1

10" 250mm 450 18" I436UD10L18 3336600199798 1
12" 300mm 450 18" I436UD12L18 3336600199804 1
14" 353mm 450 18" I436UD14L18 3336600199811 1

Features
• New more resistant segments. 
• Contain twice more diamond.
• New segments are made with titan coated diamond which provide smooth an effective work and make lifetime 
longer.

Benefi ts
• Drill through rebar.
• Corrugated segments : 
- better evacuation of rubble.
- less effort for the machine and the user.
• Open segments : Crown ready for use.

Applications
• For passing electrical cable ducts, water or evacuation pipes, ventilation duct,…

Advice
• For an always effi cient cut, think about sharpening regularly the segments.

CONCRETE DIAMOND CORE BIT

Hard materials
and abrasive concretes

Carton box



37

1 2

1 2

1 2

1 2

1 2

I369HV

I381HV

I382HV

I385HV

I384HV

I441

I397H

Ref.

Designation Ref. Gencod Qt. Pack

Designation Ref. Gencod Qt. Pack

Designation Ref. Gencod Qt. Pack

Designation Ref. Gencod Qt. Pack

1-1/4" male 1/2" male I369HV 3336600198241 1 F

1/2" female
1-1/4" male

Compatible 
for HILTI machines 
DD80/100/110/120/130/150

I381HV 3336600198258 1 F

1/2" female
1-1/4" male

Compatible 
for HILTI machines 
DD160/250/400/750

I382HV 3336600198265 1 F

1/2" female 
1-1/4" male

Compatible for 
HILTI machines 
DD200/350/500

I385HV 3336600198272 1 F

1-1/4" F Extension 
12" for core bit 
1-1/4"M 

I384HV 3336600198289 1 F

Sharpening stone ø 10"x3/5" I441 3336600198296 1 C

Quick release ring 1-1/4" to facilitate disassembly I397H 3336600199651 1 E

1

1

1

1

2

2

2

2

Diamond core bit accessories
Adapters & extensions

Sharpening stone

Quick release ring
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Pro Carbide Core 
Bit Compatible with 

SDS-plus

Carbide  Core Bit
Compatible with 

SDS-max

Core bit adapter 

Core bit

Core bit adapter
refs. I330 or I301 Taper centring drill bit

Taper centring drill bit

ref. I302

Core bit

Extraction kit 

refs. I367 or I368

ref. I366

ref. I370

ref. I300

ref. I303

CORE BIT RANGE
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I366
I367 
I368
I370

I300
I301
I330
I302
I303

Ref.

G

G

A

C

J

A

< 11 lbs

< 11 lbs

Ø WL TL Ref. Gencod Qty

Core bit 
 1-3/16 2 2-3/4 I366D1.3/16 3336600063754 1
 1-3/8 2 2-3/4 I366D1.3/8 3336600063761 1
 1-1/2 2 2-3/4 I366D1.1/2 3336600063778 1
 1-3/4 2 2-3/4 I366D1.3/4 3336600063785 1

 2 2 2-3/4 I366D2 3336600063792 1
 2-1/4 2 2-3/4 I366D2.1/4 3336600063808 1
 2-5/8 2 2-3/4 I366D2.5/8 3336600063815 1
 2-3/4 2 2-3/4 I366D2.3/4 3336600063839 1
 3-1/8 2 2-3/4 I366D3.1/8 3336600063846 1
 3-3/8 2 2-3/4 I366D3.3/8 3336600063853 1
 3-9/16 2 2-3/4 I366D3.9/16 3336600063860 1
 4-1/8 2 2-3/4 I366D4.1/8 3336600063877 1

 5 2 2-3/4 I366D5 3336600063884 1
 5-1/8 2 2-3/4 I366D5.1/8 3336600157637 1
Taper centring drill bit
 11/32 2-9/16 4 I370D11/32L04 3336600063952 1

Ø WL TL Ref. Gencod Qty

Core bit 
 1-3/16 3 4 I300D1.3/16 3336600016088 1
 1-3/8 3 4 I300D1.3/8 3336600016095 1
 1-1/2 3 4 I300D1.1/2 3336600012745 1
 1-3/4 3 4 I300D1.3/4 3336600016101 1

 2 3 4 I300D2 3336600016118 1
 2-1/4 3 4 I300D2.1/4 3336600012752 1
 2-5/8 3 4 I300D2.5/8 3336600012769 1
 2-3/4 3 4 I300D2.3/4 3336600016125 1
 3-1/8 3 4 I300D3.1/8 3336600016132 1
 3-9/16 3 4 I300D3.9/16 3336600016149 1

 4 3 4 I300D4 3336600012776 1
 4-3/8 3 4 I300D4.3/8 3336600016156 1

 5 3 4 I300D5 3336600016163 1
 6 3 4 I300D6 3336600186118 1

Taper centring drill bit
4-1/2 3-1/2 4-1/2 I302L4-1/2 3336600012806 1

TL Ref. Gencod Qty

SDS-plus compatible core bit adapter
4 I367L04 3336600063891 1
6 I367L06 3336600063907 1
8 I367L08 3336600063914 1
12 I367L12 3336600063921 1

TL Ref. Gencod Qty

Compatible SDS-max core bit adapter
8 I330L08 3336600016194 1
16 I330L16 3336600012790 1
27 I330L27 3336600016200 1
35 I330L35 3336600063969 1

TL Ref. Gencod Qty

Compatible Spline core bit adapter
8 I301L08 3336600016170 1
16 I301L16 3336600012783 1
27 I301L27 3336600016187 1
35 I301L35 3336600063976 1

Ref. Gencod Qty

 Extraction kit
I303 3336600012813 1

Pro compatible SDS-plus

Compatible SDS-max

Compatible SDS-plus

Applications
• Robustness and effi ciency 
for sanitary heavy work and 
renovation.
• For all types of hammer drills 
superior to 950W.
• Cone-shaped shank.

Advise
While using powerful (> 18 Joules)
percussion hammer drills, 
one needs to:
• Avoid idling strike (when only 
the centring bit is in the material, 
and not yet the core bit); 
Predill with the centring bit alone.
• When the core bit is assembled, 
lock it in the taper of the core bit 
adapter
• Always start drilling with the 
core bit using the centring bit 
positioned in the pre-drilled hole
• Remove the centring bit as 
soon as it is no longer necessary 
(i.e. as soon as the core bit comes 
into play).

CONCRETE CARBIDE CORE BIT

Features
• Carbide teeth welded at high 
temperature.
• Treated steel.
• M16 shank.

Applications
• Drill big diameters for electrical 
installations.
• For intermediate power ham-
mer drills from 700W to 950W.
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I416

K

D

I426U
Ref.

I124K

G
Twistpack

Ø WL TL Ref. Gencod Qty

Blue Ceram
 15/64 55/64 2-11/64 I426UD15/64 3336600144415 1

 1/4 55/64 2-11/64 I426UD1/4 3336600157873 1
 9/32 55/64 2-11/64 I426UD9/32 3336600144422 1
 5/16 25/32 2-11/64 I426UD5/16 3336600144439 1
 3/8 1-3/16 2-9/16 I426UD3/8 3336600144446 1

 15/32 1-7/64 2-9/16 I426UD15/32 3336600144453 1
 1/2 1-7/64 2-9/16 I426UD1/2 3336600157880 1

 19/32 1-37/64 2-3/4 I426UD19/32 3336600144460 1
25/32 1-37/64 2-3/4 I426UD25/32 3336600144477 1

1 1-37/66 L 2.3/4 I426UD1 3336600144484 1

Thickness WL TL Ref. Gencod Qty

Sharpening stone
3/4 6-19/64 1-37/64 I416 3336600146921 1

Ref. Gencod Qt. 
  I124K 3336600146938   1 

Features
• Head with diamond segments.
• Core extraction.
• Hex shank.

SANDSTONE  DIAMOND CORE BIT

Glaze, Sandstone, Glazed Sandstone, Sandware
Terracota, Marble, Tiles up to 5th class

Chuck for angle grinder
Features
• Keyless chuck for grinding machine.
• Using range Ø 1,5 - 13 mm 1/16"-1/2".
• Locking system.
• 2 metal sleeves.
• Thread M14.

wet use

with GRINDER

Application

see our video on
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DRY OR WET

DRILLING TOOL

GRINDING TOOL

• GLAZE • SANDSTONE • GLAZED SANDSTONE
• SANDWARE • TERRACOTTA
• MARBLE • TILES up to Class 5   
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STRAIGHT SHANK LINE

 Tapper tip
 Fast Spiral
 Optima 3+
 X'TRA
 X'TRA Fusion

DRILLING
ROTATION SPEED

Please note  :  the  rotation  speed of the 
straight shank drill bits  are limited for se-
curity reasons when used.Indeed, in case 
of  important runout, the drill bit could 
bend and hit the user.

ø
Rotation speed 

rpm
Short 
series

Long
 series

1/8 3 185 -

5/32 2 390 -

3/16 1 910 -

1/4 1 590 800

5/16 1 195 900

3/8 955 955

1/2 735 735

5/8 600 600

3/4 530 530

7/8 435 430

1 400 400

1-1/8 340 340

1-1/4 300 300

1-3/8 250 250

1-1/2 200 200
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I255U

ANSI
NORM

Ø Max 1/2"

Ref.

C

Ø TL Ref. Gencod Qty

 5/32 3.1/2 I255UD5/32L03.5 3336600093850 1
 3/16 3.1/2 I255UD3/16L03.5 3336600093881 1
 5/32 4.1/2 I255UD5/32L04.5 3336600093867 1
 3/16 4.1/2 I255UD3/16L04.5 3336600093898 1
 5/32 5.1/2 I255UD5/32L05.5 3336600093874 1
 3/16 5.1/2 I255UD3/16L05.5 3336600093904 1
 3/16 6.1/2 I255UD3/16L06.5 3336600093911 1
 3/16 7.1/2 I255UD3/16L07.5 3336600093928 1

Tapper bit

Features
• Shank : Flat and straight.
• Precision : Square tip for better centering.
• Long lasting : High grade carbide for a longer lasting drill bit.
• Finishing : Sandblasted anti-rust.

Benefi ts
• Speed : Deeper grooves that improve dust extraction and make the drilling more effi cient.

CONCRETE DRILL BITCONCRETE
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I252U
Ref.

ANSI
NORM

Ø Max 1/2"

C

Ø Ref. Gencod Qty

L 1-1/2 x 3"
 1/8 I252UD1/8L03 3336600093935 1
 3/16 I252UD3/16L03 3336600093942 1
L 2-1/2 x 4"
5/32 I252UD5/32L04              3336600191730 1
 3/16 I252UD3/16L04 3336600093959 1
 1/4 I252UD1/4L04 3336600093966 1
 5/16 I252UD5/16L04 3336600094000 1
L 2-1/2 x 4-1/2"
 3/8 I252UD3/8L04.1/2 3336600197947 1
 1/2 I252UD1/2L04.1/2 3336600197954 1

I284U 3336600187337 1

Ø Ref. Gencod Qty

L 3-1/2 x 6"
 1/4 I252UD1/4L06 3336600093973 1

 5/16 I252UD5/16L06 3336600094017 1
 3/8 I252UD3/8L06 3336600094048 1
 1/2 I252UD1/2L06 3336600094062 1
 5/8 I252UD5/8L06 3336600094093 1
 3/4 I252UD3/4L06 3336600111196 1

L 9 x 12"
 1/4 I252UD1/4L12 3336600093980 1

 5/16 I252UD5/16L12 3336600094024 1
 3/8 I252UD3/8L12 3336600094055 1
 1/2 I252UD1/2L12 3336600094086 1

CONCRETE DRILL BITCONCRETE

Features
• Tungsten carbide tip.
• 118° tip angle.
• Fast spiral with tightened pitch.
• Sandblasted fi nish.
• Straight shank.
• Suitable with any 3-jaw chuck.

Benefi ts
• Durability in concrete brick and brittle materials.
• Speed up dust extraction.
• Better resistance to high temperature when drilling.
• Whirlwind effect : help to cool down the drill bit.
• Use with rotation or rotary percussion.

Fast Spiral

Set Composition

Ø 3/16x 3"-1/4x4"-5/16x4"
3/8x4.1/2"-1/2x4.1/2"

Ref. Gencod Qty
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I263
Ref.

Ø Max 1/2"

C

Ø TL Ref. Gencod Qty

Short series
 3/16 4 I263D3/16L04 3336600152991 1

 15/64 4 I263D15/64L04 3336600153004 1
 1/4 4 I263D1/4L04 3336600153998 1
 5/16   4.1/2 I263D5/16L04,5 3336600153011 1
 3/8   4.1/2 I263D3/8L04.1/2 3336600153028 1

 15/32 6 I263D15/32L06 3336600153035 1
 1/2 6 I263D1/2L06 3336600154001 1

Ref. Gencod Qty

I263C 3336600191761 1

Set
Composition

Ø 3/16x3"- 1/4x4"- 5/16x4"- 3/8x4"- 1/2x6"

3 Cutting Edges Concrete Drill Bit

NO

Exit of hole damaged

Thinner wall

OK

Perfect clean hole

Optimal fixing

Features
• Monobloc carbide tip with 3 cutting edges.
• 130° centering tip.
• 3 shaped fl utes.
• Sandblasted fi nish.
• Suitable with any 3-jaw chuck.
• Straight shank.

Benefi ts
• Durability : Improved life time due to a better pressure repartition on the 3 contact points.
• Precision : A new innovative 3 edges carbide tip, for a perfect clean and concentric hole.
• Performances : Faster and safer due to its improved penetration capacity, which optimizes all fi xing types.
• Use with rotation or rotary percussion.

P
A

T E NTE
D
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Ref.

ANSI
NORM

Ø Max 1/2"

I273

E

Ø WL TL Ref. Gencod Qty

Short series
1/8 1-3/8 3 I273D1/8L03 3336600190320 10
5/32 1-3/8 3 I273D5/32L03 3336600190337 10
3/16 2-1/2 4 I273D3/16L04 3336600190344 10
7/32 2 4 I273D7/32L04 3336600191792 10
1/4 2-1/2 4 I273D1/4L04 3336600190351 10
5/16 2-1/2 4 I273D5/16L04 3336600190368 10
3/8 2-1/2 4 I273D3/8L04 3336600190375 10

L 6"
3/16 4 6 I273D3/16L06 3336600190382 10
1/4 4 6 I273D1/4L06 3336600190399 10
5/16 4 6 I273D5/16L06 3336600190405 10
3/8 4 6 I273D3/8L06 3336600190412 10

 7/16 4 6 I273D7/16L06 3336600191891 10
1/2 4 6 I273D1/2L06 3336600190429 5
5/8 4 6 I273D5/8L06 3336600190436 5
3/4 4 6 I273D3/4L06 3336600190443 5
7/8 4 6 I273D7/8L06 3336600190450 5
1 4 6 I273D1L06 3336600190467 5

Ø WL TL Ref. Gencod Qty

L 12"
1/4 10 12 I273D1/4L12 3336600190474 10

5/16 10 12 I273D5/16L12 3336600190481 10
3/8 10 12 I273D3/8L12 3336600190498 10
1/2 10 12 I273D1/2L12 3336600190504 5
5/8 10 12 I273D5/8L12 3336600190511 5
3/4 10 12 I273D3/4L12 3336600190528 5
7/8* 10 12 I273D7/8L12 3336600190535 5
1* 10 12 I273D1L12 3336600190542 5

1-1/8* 10 12 I273D1.1/8L12 3336600192997 5
1-1/4* 10 12 I273D1.1/4L12 3336600192003 5
1-3/8* 10 12 I273D1.3/8L12 3336600192010 5
1-1/2* 10 12 I273D1.1/2L12 3336600191983 5

L 18"
 1/4 16 18 I273D1/4L18 3336600191808 5

 5/16 16 18 I273D5/16L18 3336600191839 5

 3/8 16 18 I273D3/8L18 3336600191860 5

 1/2 16 18 I273D1/2L18 3336600191907 5

L 24"
 1/4 22 24 I273D1/4L24 3336600191815 5

 5/16 22 24 I273D5/16L24 3336600191846 5

 3/8 22 24 I273D3/8L24 3336600191877 5

 1/2 22 24 I273D1/2L24 3336600191914 5

 5/8 22 24 I273D5/8L24 3336600191945 3

L 31"
 1/4 29 31 I273D1/4L31 3336600191822 5

 5/16 29 31 I273D5/16L31 3336600191853 3

 3/8 29 31 I273D3/8L31 3336600191884 3

 1/2 29 31 I273D1/2L31 3336600191921 3

Features & Benefi ts
• Shank : Straight.
• 130° tip angle.
• Precision : Sharpen tip for a better centering.
• Long lasting : High grade carbide for a longer lasting of the drill bit.
• Finish: Galvanized anti-rust.
• Speed : Deeper grooves that improve dust extraction and make the drilling more effi cient.
• Suitable with any 3-jaw chuck.
• Use with rotation or rotary percussion.

CONCRETE DRILL BITCONCRETE

*according to stock
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I253
I250

Ref.

ANSI
NORM

Ø Max 1/2"

C

E

I278U 3336600187108 1

Ø WL TL Ref. Gencod Qty

Short series
1/8 1-3/8 3 I253D1/8L03 3336600090606 1

5/32 1-3/8 3 I253D5/32L03 3336600090613 1
3/16 2-1/2 4 I253D3/16L04 3336600090644 1
7/32 2-1/2 4 I253D7/32L04 3336600199903 1
1/4 2-1/2 4 I253D1/4L04 3336600090668 1

5/16 2-1/2 4 I253D5/16L04 3336600090729 1
3/8 2-1/2 4 I253D3/8L04 3336600090781 1

5/16 3 5 I253D5/16L05 3336600090712 1

L 6"
3/16 4 6 I253D3/16L06 3336600090651 1
7/32 4 6 I253D7/32L06 3336600192171 1
1/4 4 6 I253D1/4L06 3336600090675 1

5/16 4 6 I253D5/16L06 3336600090736 1
3/8 4 6 I253D3/8L06 3336600090798 1

 7/16 4 6 I253D7/16L06 3336600192188 1
1/2 4 6 I253D1/2L06 3336600090859 1
5/8 4 6 I253D5/8L06 3336600090903 1
3/4 4 6 I253D3/4L06 3336600090934 1
7/8 4 6 I253D7/8L06 3336600090965 1
1 4 6 I253D1L06 3336600090996 1

L 12"
1/4 10 12 I253D1/4L12 3336600090682 1
5/16 10 12 I253D5/16L12 3336600090743 1
3/8 10 12 I253D3/8L12 3336600090804 1
1/2 10 12 I253D1/2L12 3336600090873 1
5/8 10 12 I253D5/8L12 3336600090910 1

Ø WL TL Ref. Gencod Qty
Short series

1/8 1-3/8 3 I250D1/8L03 3336600170544 10
5/32 1-3/8 3 I250D5/32L03 3336600170551 10
3/16 2-1/2 4 I250D3/16L04 3336600170568 10
7/32 2-1/2 4 I250D7/32L04 3336600199910 10
1/4 2-1/2 4 I250D1/4L04 3336600170582 10

5/16 2-1/2 4 I250D5/16L04 3336600170643 10
3/8 2-1/2 4 I250D3/8L04 3336600170704 10

5/16 3 5 I250D5/16L05 3336600192027 10

L 6"
3/16 4 6 I250D3/16L06 3336600170575 10

 7/32 4 6 I250D7/32L06 3336600192034 10

1/4 4 6 I250D1/4L06 3336600170599 10
5/16 4 6 I250D5/16L06 3336600170650 10
3/8 4 6 I250D3/8L06 3336600170711 10

 7/16 4 6 I250D7/16L06 3336600192041 10
1/2 4 6 I250D1/2L06 3336600170766 5
5/8 4 6 I250D5/8L06 3336600170810 5
3/4 4 6 I250D3/4L06 3336600170841 5
7/8 4 6 I250D7/8L06 3336600170865 5
1 4 6 I250D1L06 3336600170889 3

L 12"
1/4 10 12 I250D1/4L12 3336600170605 10

5/16 10 12 I250D5/16L12 3336600170667 10
3/8 10 12 I250D3/8L12 3336600170728 10
1/2 10 12 I250D1/2L12 3336600170773 5
5/8 10 12 I250D5/8L12 3336600170827 5

Ø WL TL Ref. Gencod Qty

L 12"
3/4 10 12 I253D3/4L12 3336600090941 1
7/8 10 12 I253D7/8L12 3336600090972 1
1 10 12 I253D1L12 3336600182974 1

 1-1/8 10 12 I253D1.1/8L12 3336600192201 1

 1-1/4 10 12 I253D1.1/4L12 3336600192218 1

 1-3/8 10 12 I253D1.3/8L12 3336600192225 1

1-1/2 10 12 I253D1.1/2L12 3336600192232 1

L 18"
 1/4 16 18 I253D1/4L18 3336600192249 1

 5/16 16 18 I253D5/16L18 3336600192256 1

 3/8 16 18 I253D3/8L18 3336600192263 1

1/2 16 18 I253D1/2L18 3336600192270 1

L 24"
 1/4 22 24 I253D1/4L24 3336600192287 1

 5/16 22 24 I253D5/16L24 3336600192294 1
3/8 22 24 I253D3/8L24 3336600090811 1
1/2 22 24 I253D1/2L24 3336600192300 1
5/8 22 24 I253D5/8L24 3336600090927 1
3/4 22 24 I253D3/4L24 3336600090958 1

L 31"
 1/4 29 31 I253D1/4L31 3336600192317 1

 5/16 29 31 I253D5/16L31 3336600192324 1

 3/8 29 31 I253D3/8L31 3336600192331 1

1/2 29 31 I253D1/2L31 3336600192348 1

Ø WL TL Ref. Gencod Qty
L 12"

3/4 10 12 I250D3/4L12 3336600170858 5
7/8 10 12 I250D7/8L12 3336600170872 5
1 10 12 I250D1L12 3336600170896 3

1-1/8 10 12 I250D1.1/8L12 3336600192065 3
1-1/4 10 12 I250D1.1/4L12 3336600192072 3
1-3/8 10 12 I250D1.3/8L12 3336600192089 3
1-1/2 10 12 I250D1.1/2L12 3336600192096 3

L 18"
1/4 16 18 I250D1/4L18 3336600170612 5

5/16 16 18 I250D5/16L18 3336600170674 5
3/8 16 18 I250D3/8L18 3336600170735 5
1/2 16 18 I250D1/2L18 3336600170780 5

L 24"
1/4 22 24 I250D1/4L24 3336600170629 5

5/16 22 24 I250D5/16L24 3336600170681 5

3/8 22 24 I250D3/8L24 3336600170742 5

1/2 22 24 I250D1/2L24 3336600170797 5

5/8 22 24 I250D5/8L24 3336600170834 3

 3/4 22 24 I250D3/4L24 3336600192102 3

L 31"
 1/4 29 31 I250D1/4L31 3336600192133 5

 5/16 29 31 I250D5/16L31 3336600192140 3

 3/8 29 31 I250D3/8L31 3336600192157 3

 1/2 29 31 I250D1/2L31 3336600192164 3

Features & Benefi ts
• Shank : Straight shank.
• 130° tip angle.
• Precision : Sharpen tip for a better centering.
• Long lasting : High grade carbide for a longer lasting of the drill bit.
• Finish: Galvanized anti-rust.
• Speed : Deeper grooves that improve dust extraction and make the drilling more effi cient.
• Suitable with any 3-jaw chuck.
• Use with rotation or rotary percussion.

Set
Composition

Ø 3/16"-1/4"-5/16"-3/8 x4"-1/2x6"

Ref. Gencod Qty

P
A

T E NTE
D
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I215
Ref.

Ø Max 1/2"

C

I210U 3336600187092 1

Ø WL TL Ref. Gencod Qty

Short series
 1/8 25/32 2-1/2 I215D1/8L02.1/2 3336600153813 1

 5/32 1-3/8 3 I215D5/32L03 3336600153820 1
 3/16 1-25/32 3-1/2 I215D3/16L03.1/2 3336600153837 1
 1/4 2-1/2 4 I215D1/4L04 3336600153868 1

 5/16 3 4-1/2 I215D5/16L04.1/2 3336600153882 1
 3/8 3 4-1/2 I215D3/8L04.1/2 3336600153905 1

L 6"
 3/16 4 6 I215D3/16L06 3336600197855 1
 1/4 4 6 I215D1/4L06 3336600197862 1
 1/2 4 6 I215D1/2L06 3336600153929 1
 5/8 4 6 I215D5/8L06 3336600153950 1

L 10"
 1/4 8 10 I215D1/4L10 3336600173293 1

 5/16 8 10 I215D5/16L10 3336600173309 1
L 12"

 3/8 10 12 I215D3/8L12 3336600173415 1
 1/2 10 12 I215D1/2L12 3336600173439 1

Multimaterials
Features
• Positive sharpening 
with centering point.
• 118° tip angle.
• 4 sharpened edges.
• L shaped fl ute.
• Straight shank.

Benefi ts
• Universal use.
• Perfect clean hole.
• Fast penetration.

SPECIFIC

Set Composition

Ø 1/8x2"-1/2"-5/32x3"-3/16x3" 
1/2"-1/4x4"-5/16x4-1/2"

Ref. Gencod Qty

 Use in rotating mode except for stone.

ø
Rotation speed rpm

Stone Plastic
Steel

1,16N / 
sq in

Steel
 1,70N / 

sq in
Glass Hard wood Plywood

1/8" 2 390 4 775 1 590 795 400 3 000 3 000

5/32" 1 590 3 185 1 060 530 285 3 000 3 000

3/16" 1 195 2 385 800 400 220 3 000 3 000

1/4" 955 1 910 640 320 170 3 000 3 000

5/16" 800 1 590 530 265 140 1 500 1 500

3/8" 680 1 365 455 225 125 1 500 1 500

1/2" 600 1 195 400 200 110 1 500 1 500

5/8" 600 1 195 400 200 110 1 500 1 500

DRILLING ROTATION SPEED
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I400U
Ref.

Ø Max 1/2"

C

I404U 3336600187061 1

Ø WL TL Ref. Gencod Qty

 1/8 1-1/2 3 I400UD1/8L03 3336600090538 1
5/32 1-1/2 3 I400UD5/32L03 3336600197961  1
 3/16 1-1/2 3 I400UD3/16L03 3336600090545 1
 1/4 2-1/2 4 I400UD1/4L04 3336600090552 1
 5/16 2-1/2 4 I400UD5/16L04 3336600090569 1
 3/8 2-1/2 4 I400UD3/8L04 3336600090576 1
 1/2 2-1/2 4 I400UD1/2L04 3336600090583 1

Features
• New harder carbide grade - Made in Europe. 
• 4 sided "diamond shape" design (exclusivity Diager sharpening).
• Copper brazing paste.
• Fast spiral with tightened pitch. 
• Total length improved.
• Shiny / copper fi nishing. 

Benefi ts
• Agressive tip improving precision and penetration. 
• Drilling through up to class 3 ceramic tiles. 
• Dry dilling for easy use.
• Better resistance to high temperature when drilling. 
• Speed up dust extraction. 
• Ideal for deep materials. 
• Whirlwind effect : help to cool down the drill bit. 
• Suitable for more materials : non-tempered glass, plastic, composite, brick, marble.
• Unique design. 

Glass & Tile Drill Bit  

High hardness carbide tip (made in Europe) 

 New 4 sided carbide tip design

 Copper brazed

Benefits
 Accurate drilling precision
 Dry and wet applications
 Better friction resistance

 Total length improved

 Shiny / copper finish 

Benefits
 Allows drilling into deep materials
Suitable for more applications
 Exclusive Diager design 

 Tightened pitch

Benefits
 Speed up dust extraction
 Better in deep materials

CARBIDE TIPFAST SPIRALLENGTH

UP TO 4"

Set
Composition

Ø 1/8x3"-3/16x3"- 1/4x4"
3/8x4"-1/2x4"

Ref. Gencod Qty

DRILLING
ROTATION 

SPEED

Use in rotating mode for 
non-tempered glass with 
water, ceramic (porcelain) 
and faience.

ø
Rotation 
speed 
rpm

1/8" 500

3/16" 400

1/4" 330

5/16" 285

3/8" 220

1/2" 170
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3 42

I634

I403U

1

Ref.

C

C

IU5050153 IU5050163

IU5050183

N°extractor Ref. Gencod Qty
1 2 3 4 5 IU5050153 4019321501536 1

1 2 3 4 5 6 IU5050163 4019321501635 1
1 2 3 4 5 6 7 8 IU5050183 4019321501833 1

N°extractor Ref. Gencod Qty

1 I634010 3336600186002 1
2 I634020 3336600186019 1
3 I634030 3336600186026 1
4 I634040 3336600186033 1
5 I634050 3336600186040 1
6 I634060 3336600186057 1
7 I634070 3336600186064 1
8 I634080 3336600186071 1

Ø Ref. Gencod Qty

15/64 I403U 3336600094338 1

Fit the extractor on an adjustable tap wrench 
and insert the extractor in the screw

Carbide Scriber

Features
• Forged tool.
• High-quality vanadium chromium steel.
• Reversed pitch: left-hand pitch.
• Polished fi nish.
• Square shank.

Application
• Ideal for removing screws with broken or damaged heads.

Advices
• Drill the broken screw with a HSS Drill.
• For the tool holder, use an adjustable tap wrench; use an adjustable spanner for very large diameters 
and an open-ended spanner or a ratchet spanner for small spaces.

Point the centre of the screw 
with a center punch or a scriber

Drill the center of the screw 
to the required diameter

Turn anticlockwise 
to extract the screw

How to use

Screw to extract
Ø

Drilling
mm - inch

N°
Extractor

SW
mm - inch

N° 
adjustable 
tap wrench

Adjustable 
spanner

M3-6 2,50  -  6/61 1 3,20  -  1/8 1 yes
M6-8 3  -  1/8 2 4  -  3/19 1-2 yes

M8-11 4,50  -  11/64 3 5,20  -  13/64 1-2 yes
M11-14 6  -  15/64 4 6,40  -  1/4 2-3 yes
M14-18 8  -  5/16 5 8,85  -  11/32 3 yes
M18-24 11  -  7/16 6 11,80  -  15/32 3 yes
M24-33 14  -  9/16 7 15  -  13/22 - yes
M33-50 21  -  53/64 8 20  -  37/47 - yes

Screw Extractor

ACCESSORIESMETAL
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new

New screw bit
made by DIAGER

Unmatched lifetime !

Length 50 mm 2"

Length 30 mm 1-3/16"
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FLEXTORSIONS

The shape of the bit is given by a cold heading process. 
This manufacturing method gives the bits high precision, greater 
mechanical strength, and a very clean surface condition.

Over 40 years’ know-how put into use 
to make high-end quality bits and bit 
holders.

The Torsion Flex ™ geometry increases the 
tightening torque.

The manufacturing process combined with high-
quality steels increase the breaking resistance by 
30% compared to standard bit holders.

Cold heading

Manufacturer

Precision

Torsion Geometry

Bit holder

The accuracy of the tip geometry allows it to perfectly fi t into 
the bolt head. The restitution of the force transmitted by the 
machine will be fully insured.

The exclusive manufacturing process used by USH enhances 
the mechanical resistance, providing high tightening torque 
and break resistance approximatively 30% higher  compared 
to conventional bit holders.

Cold crimping
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Shock Absorber zone 
Shock Absorber
The Blueshock screwbit benefi ts from 
a special design with  an elongated 
torsion zone, resisting to high torque 
and violent impacts. Its hardness 
suits most of the powerful machines.

BlueFit Precision

BlueRing
Reinforcement

BlueShape
Breakage-resistant
The fl ex zone is reinforced on each side for an even 
stronger link with the head and the attachment, 
avoiding breakages.

PH, PZ, TX perfectly fi t screwheads and avoid 
slipping, as damaging the  head geometry.

A strong ring reinforces the head for an even 
longer durability.

STANDARD Screw bit

STANDARD Screw bit

BLUE-SHOCK Screw bit

BLUE-SHOCK Screw bit
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L30    DIN 3126 C6,3

IU621B

IU610PH
IU612PZ

IU613T
IU615HEX

IU617SQ

L50    DIN 3126 E6,3

Ref.

L

M

Designation Qty TL Ref. Gencod Qty

PHILIPS
PH2 3 2 IU610PH2L050 3336600198579 1
PH3 3 2 IU610PH3L050 3336600198586 1

POZIDRIV
PZ2 3 2 IU612PZ2L050 3336600198593 1
PZ3 3 2 IU612PZ3L050 3336600198609 1

TORX
T10 3 2 IU613T10L050 3336600198616 1
T15 3 2 IU613T15L050 3336600198623 1
T20 3 2 IU613T20L050 3336600198630 1
T25 3 2 IU613T25L050 3336600198647 1
T30 3 2 IU613T30L050 3336600198654 1
T40 3 2 IU613T40L050 3336600198661 1

HEXA
HEX3 3 2 IU615HEX03L050 3336600198678 1
HEX4 3 2 IU615HEX04L050 3336600198685 1
HEX5 3 2 IU615HEX05L050 3336600198692 1
HEX6 3 2 IU615HEX06L050 3336600198708 1

SQUARE
SQ1 3 2 IU617SQ1L050 3336600198715 1
SQ2 3 2 IU617SQ2L050 3336600198722 1
SQ3 3 2 IU617SQ3L050 3336600198739 1

Designation Qty TL Ref. Gencod Qty

PHILIPS
PH2 5  1-3/16 IU610PH2 3336600198302 1
PH3 5  1-3/16 IU610PH3 3336600198319 1

POZIDRIV
PZ2 5  1-3/16 IU612PZ2 3336600198326 1
PZ3 5  1-3/16 IU612PZ3 3336600198333 1

TORX
T10 5  1-3/16 IU613T10 3336600198340 1
T15 5  1-3/16 IU613T15 3336600198357 1
T20 5  1-3/16 IU613T20 3336600198364 1
T25 5  1-3/16 IU613T25 3336600198371 1
T30 5  1-3/16 IU613T30 3336600198388 1
T40 5  1-3/16 IU613T40 3336600198395 1

Features LT Ref. Gencod Qt. Pack

Blue shock bit holder 2-1/2" 65mm IU621B 3336600198920 1 L

Blue shock bit holder 2-1/2" 65mm IU0015011MGC 3336600199668 90 M

Designation Qty TL Ref. Gencod Qty

PHILIPS
PH2 25 1-3/16 IU610PH225 3336600198425 1

POZIDRIV
PZ2 25 1-3/16 IU612PZ225 3336600198432 1

TORX
T20 25 1-3/16 IU613T2025 3336600198449 1
T25 25 1-3/16 IU613T2525 3336600198456 1
T30 25 1-3/16 IU613T3025 3336600198463 1

Designation Qty TL Ref. Gencod Qty

PHILIPS
PH2 10 1-3/16 IU610PH210 3336600198401 1
PH2 10 2 IU610PH2L05010 3336600198746 1

POZIDRIV
PZ2 10 1-3/16 IU612PZ210 3336600198418 1

Designation Qty TL Ref. Gencod Qty

PHILLIPS
PH2 250 1-3/16 IU0062442MGC 3336600198470 1
PH3 250 1-3/16 IU0062443MGC 3336600198487 1
PH2 150 2 IU0063422MGC 3336600198753 1
PH3 150 2 IU0063423MGC 3336600198760 1

POZIDRIV
PZ2 250 1-3/16 IU0062461MGC 3336600198494 1
PZ3 250 1-3/16 IU0062462MGC 3336600198500 1
PZ2 150 2 IU0063431MGC 3336600198777 1
PZ3 150 2 IU0063432MGC 3336600198784 1

TORX
T10 250 1-3/16 IU0062493MGC 3336600198517 1
T15 250 1-3/16 IU0062494MGC 3336600198524 1
T20 250 1-3/16 IU0062495MGC 3336600198531 1
T25 250 1-3/16 IU0062496MGC 3336600198548 1
T30 250 1-3/16 IU0062498MGC 3336600198555 1
T40 250 1-3/16 IU0062499MGC 3336600198562 1

Designation Qty TL Ref. Gencod Qty
TORX

T10 150 2 IU0063493MGC 3336600198791 1
T15 150 2 IU0063494MGC 3336600198807 1
T20 150 2 IU0063495MGC 3336600198814 1
T25 150 2 IU0063496MGC 3336600198821 1
T30 150 2 IU0063498MGC 3336600198838 1
T40 150 2 IU0063499MGC 3336600198845 1

HEXA
HEX3 150 2 IU0063471MGC 3336600198852 1
HEX4 150 2 IU0063472MGC 3336600198869 1
HEX5 150 2 IU0063473MGC 3336600198876 1
HEX6 150 2 IU0063474MGC 3336600198883 1

SQUARE
SQ1 150 2 IU0063417MGC 3336600198890 1
SQ2 150 2 IU0063418MGC 3336600198906 1
SQ3 150 2 IU0063419MGC 3336600198913 1

Impact Screw bit

SCREW BIT

Features
• Lifetime 12x longer than standard screwbits.
• Shock absorber : the Blueshock screw bit benefi ts from a special design with an elongated torsion zone,
 resisting to high torque and violent impacts . Its hardness suits most of the powerful machines.
• BlueGuide attachment : 30 mm - 1-3/16" and 50 mm - 2" length for an easy use with or without bit holder. 
• Hexa ¼’’ DIN 3126 C 6,3 attachment.
• High Quality alloyed steel. Made in Germany.
• Rustproof Blue fi nish.

Bit holder Impact

5
PIECES

3
PIECES

25
PIECES

10
PIECES
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Ref.

IU641PL
IU640PH
IU642PZ
IU643T

L25    DIN3126 C6,3
L50    DIN3126 E6,3

TORSION
TECHNOLOGY

L

M

Designation Qty TL Ref. Gencod Qty
TORX

T10 300 1 IU0012393MGC 3336600190665 1
T15 300 1 IU0012394MGC 3336600190672 1
T20 300 1 IU0012395MGC 3336600190689 1
T25 300 1 IU0012396MGC 3336600190696 1
T30 300 1 IU0012398MGC 3336600190702 1
T40 300 1 IU0012399MGC 3336600190719 1
T10 150 2 IU0103654MGC 3336600190962 1
T15 150 2 IU0103655MGC 3336600190979 1
T20 150 2 IU0103656MGC 3336600190986 1
T25 150 2 IU0103657MGC 3336600191990 1
T30 150 2 IU0103659MGC 3336600191006 1
T40 150 2 IU0103660MGC 3336600191013 1

Designation Qty TL Ref. Gencod Qty

PHILLIPS
PH0 5 1 IU640PH0 3336600186187 1
PH1 5 1 IU640PH1 3336600171909 1
PH2 5 1 IU640PH2 3336600171916 1
PH3 5 1 IU640PH3 3336600171930 1
PH1 5 2 IU640PH1L050 3336600172166 1
PH2 5 2 IU640PH2L050 3336600172173 1
PH3 5 2 IU640PH3L050 3336600172197 1

SLOTTED
PL2 5 1 IU641PL2 3336600171879 1
PL3 5 1 IU641PL3 3336600171886 1
PL4 5 1 IU641PL4 3336600171893 1
PL2 5 2 IU641PL2L050 3336600181601 1
PL3 5 2 IU641PL3L050 3336600181618 1
PL4 5 2 IU641PL4L050 3336600181625 1

POZIDRIV
PZ1 5 1 IU642PZ1 3336600171947 1
PZ2 5 1 IU642PZ2 3336600171954 1
PZ3 5 1 IU642PZ3 3336600171978 1
PZ1 5 2 IU642PZ1L050 3336600172203 1
PZ2 5 2 IU642PZ2L050 3336600172210 1
PZ3 5 2 IU642PZ3L050 3336600172234 1

Designation Qty TL Ref. Gencod Qty

PHILLIPS
PH1 25 1 IU640PH125 3336600176072 1
PH2 25 1 IU640PH225 3336600189867 1
PH3 25 1 IU640PH325 3336600189874 1
PH2 25 2 IU640PH2L05025 3336600176157 1

POZIDRIV
PZ1 25 1 IU642PZ125 3336600176096 1
PZ2 25 1 IU642PZ225 3336600187191 1
PZ3 25 1 IU642PZ325 3336600176119 1
PZ2 25 2 IU642PZ2L05025 3336600176164 1

TORX
T20 25 1 IU643T2025 3336600176126 1
T25 25 1 IU643T2525 3336600176133 1
T30 25 1 IU643T3025 3336600176140 1

Designation Qty TL Ref. Gencod Qty

PHILLIPS
PH2 10 1 IU640PH210 3336600171923 1
PH2 10 2 IU640PH2L05010 3336600172180 1

POZIDRIV
PZ2 10 1 IU642PZ210 3336600171961 1
PZ2 10 2 IU642PZ2L05010 3336600172227 1

SQUARE
R0 10 1 IU627SQ010 3336600189720 1
R1 10 1 IU627SQ110 3336600189737 1
R2 10 1 IU627SQ210 3336600189744 1
R3 10 1 IU627SQ310 3336600189751 1

Designation Qty TL Ref. Gencod Qty

PHILLIPS
PH0 300 1 IU0012040MGC 3336600190597 1
PH1 300 1 IU0012341MGC 3336600190603 1
PH2 300 1 IU0012342MGC 3336600190610 1
PH3 300 1 IU0012343MGC 3336600190627 1
PH0 150 2 IU0013020MGC 3336600190894 1
PH1 150 2 IU0013621MGC 3336600190900 1
PH2 150 2 IU0013622MGC 3336600190917 1
PH3 150 2 IU0013623MGC 3336600190924 1

SLOTTED
PL4,5 300 1 IU0112303MGC 3336600190726 1
PL5,5 300 1 IU0112305MGC 3336600190733 1
PL6,5 300 1 IU0112307MGC 3336600190740 1
PL4,5 150 2 IU0113603MGC 3336600191020 1
PL5,5 150 2 IU0113605MGC 3336600191037 1
PL6,5 150 2 IU0113607MGC 3336600191044 1

POZIDRIV
PZ1 300 1 IU0012360MGC 3336600190634 1
PZ2 300 1 IU0012361MGC 3336600190641 1
PZ3 300 1 IU0012362MGC 3336600190658 1
PZ1 150 2 IU0013630MGC 3336600190931 1
PZ2 150 2 IU0013631MGC 3336600190948 1
PZ3 150 2 IU0013632MGC 3336600190955 1

Torsion Screw bit
Features
• Torsion geometry.
• Standard DIN hardness.
• Rustproof protection.

Benefi ts
• Bits for conventional power drivers.
• Quick lock attachment, optimum hold in the chuck.
• Torsion geometry provides better resistance to tightening torque.

10
PIECES

25
PIECES

5
PIECES

Designation Qty TL Ref. Gencod Qty
TORX

T10 5 1 IU643T10 3336600171985 1
T15 5 1 IU643T15 3336600171992 1
T20 5 1 IU643T20 3336600172005 1
T25 5 1 IU643T25 3336600172012 1
T30 5 1 IU643T30 3336600172029 1
T40 5 1 IU643T40 3336600172036 1
T10 5 2 IU643T10L050 3336600172241 1
T15 5 2 IU643T15L050 3336600172258 1
T20 5 2 IU643T20L050 3336600172265 1
T25 5 2 IU643T25L050 3336600172272 1
T30 5 2 IU643T30L050 3336600172289 1
T40 5 2 IU643T40L050 3336600172296 1
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IU620PH
IU622PZ

IU623T
IU625HEX

L50    DIN3126 E6,3
L70    DIN3126 E6,3
L90    DIN3126 E6,3
L150  DIN3126 E6,3

Ref.

L

L

M

Designation Qty TL Ref. Gencod Qty

HEXA
HEX2 5 2 IU625HEX02L050 3336600181991 1

HEX2.5 5 2 IU625HEX02.5L050 3336600182004 1
HEX3 5 2 IU625HEX03L050 3336600182011 1
HEX4 5 2 IU625HEX04L050 3336600182028 1
HEX5 5 2 IU625HEX05L050 3336600182035 1
HEX6 5 2 IU625HEX06L050 3336600182042 1
HEX8 5 2 IU625HEX08L050 3336600182059 1

Designation Qty TL Ref. Gencod Qty

PHILLIPS
PH1 3 2-3/4 IU620PH1L070 3336600181694 1
PH2 3 2-3/4 IU620PH2L070 3336600181700 1
PH3 3 2-3/4 IU620PH3L070 3336600181717 1
PH1 3 4-1/3 IU640PH1L110 3336600172371 1
PH2 3 4-1/3 IU640PH2L110 3336600172388 1
PH3 3 4-1/3 IU640PH3L110 3336600172395 1
PH1 3 6 IU620PH1L150 3336600181724 1
PH2 3 6 IU620PH2L150 3336600181731 1
PH3 3 6 IU620PH3L150 3336600181748 1

POZIDRIV
PZ1 3 2-3/4 IU622PZ1L070 3336600181755 1

Designation Qty TL Ref. Gencod Qty

TORX
T10 3 2-3/4 IU623T10L070 3336600181816 1
T15 3 2-3/4 IU623T15L070 3336600181823 1
T20 3 2-3/4 IU623T20L070 3336600181830 1
T25 3 2-3/4 IU623T25L070 3336600181847 1
T30 3 2-3/4 IU623T30L070 3336600181854 1
T40 3 2-3/4 IU623T40L070 3336600181861 1
T10 3 3-1/2 IU623T10L090 3336600181878 1
T15 3 3-1//2 IU623T15L090 3336600181885 1
T20 3 3-1/2 IU623T20L090 3336600181892 1
T25 3 3-1/2 IU623T25L090 3336600181908 1
T30 3 3-1/2 IU623T30L090 3336600181915 1
T40 3 3-1/2 IU623T40L090 3336600181922 1

Designation Qty TL Ref. Gencod Qty

PHILLIPS
PH1 50 2-3/4 IU0135021MGC 3336600191129 1
PH2 50 2-3/4 IU0135022MGC 3336600191136 1
PH3 50 2-3/4 IU0135023MGC 3336600191143 1
PH1 50 4-1/3 IU0137021MGC 3336600191280 1
PH2 50 4-1/3 IU0137022MGC 3336600191297 1
PH3 50 4-1/3 IU0137023MGC 3336600191303 1
PH1 50 6 IU0139021MGC 3336600191310 1
PH2 50 6 IU0139022MGC 3336600191327 1
PH3 50 6 IU0139023MGC 3336600191334 1

POZIDRIV
PZ1 50 2-3/4 IU0135030MGC 3336600191150 1

TORX
T10 50 2-3/4 IU0135093MGC 3336600191167 1
T15 50 2-3/4 IU0135094MGC 3336600191174 1
T20 50 2-3/4 IU0135095MGC 3336600191181 1
T25 50 2-3/4 IU0135096MGC 3336600191198 1
T30 50 2-3/4 IU0135098MGC 3336600191204 1
T40 50 2-3/4 IU0135099MGC 3336600191211 1

Designation Qty TL Ref. Gencod Qty

TORX
T10 50 3-1/2 IU0136093MGC 3336600191228 1
T15 50 3-1/2 IU0136094MGC 3336600191235 1
T20 50 3-1/2 IU0136095MGC 3336600191242 1
T25 50 3-1/2 IU0136096MGC 3336600191259 1
T30 50 3-1/2 IU0136098MGC 3336600191266 1
T40 50 3-1/2 IU0136099MGC 3336600191273 1

HEXA
HEX2 150 2 IU0013041MGC 3336600191051 1

HEX2,5 150 2 IU0013042MGC 3336600191068 1
HEX3 150 2 IU0013043MGC 3336600191075 1
HEX4 150 2 IU0013044MGC 3336600191082 1
HEX5 150 2 IU0013045MGC 3336600191099 1
HEX6 150 2 IU0013046MGC 3336600191105 1
HEX8 150 2 IU0013048NC 3336600191112 1

Features
• Quick lock attachment.
• Rustproof.
• Standard DIN hardness.
• Small body section.
• Perfect concentricity.

Benefi ts
• Bits for conventional power screwdrivers.
• Quick lock attachment for optimum grip in the chuck.
• Perfectly suited for all DIN screws.
• Full transmission of tightening torque.
• Ideal for screwdriving in hard-to-reach areas.

Reduced section Quality Screw bit

3
PIECES

SCREW BIT

5
PIECES
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IU624TT
IU625HEX

L25    DIN3126 C6,3

Ref.

L

Designation Qty TL Ref. Gencod Qty

TORX TEMPER
TT10 5 1 IU624TT10 3336600178472 1
TT15 5 1 IU624TT15 3336600178489 1
TT20 5 1 IU624TT20 3336600178496 1
TT25 5 1 IU624TT25 3336600178502 1
TT30 5 1 IU624TT30 3336600178519 1
TT40 5 1 IU624TT40 3336600178526 1

HEXA
HEX2 5 1 IU625HEX02 3336600176218 1

HEX2.5 5 1 IU625HEX02.5 3336600176225 1
HEX3 5 1 IU625HEX03 3336600176232 1
HEX4 5 1 IU625HEX04 3336600176249 1
HEX5 5 1 IU625HEX05 3336600176256 1
HEX6 5 1 IU625HEX06 3336600176263 1
HEX7 5 1 IU625HEX07 3336600187320 1
HEX8 5 1 IU625HEX08 3336600176270 1

SQUARE
R0 5 1 IU627SQ0 3336600176171 1

R1 5 1 IU627SQ1 3336600176188 1

R2 5 1 IU627SQ2 3336600176195 1

R3 5 1 IU627SQ3 3336600176201 1

Designation Qty TL Ref. Gencod Qty

TORX TEMPER
TT10 300 1 IU0012293MGC 3336600190832 1
TT15 300 1 IU0012294MGC 3336600190849 1
TT20 300 1 IU0012295MGC 3336600190856 1
TT25 300 1 IU0012296MGC 3336600190863 1
TT30 300 1 IU0012298MGC 3336600190870 1
TT40 300 1 IU0012299MGC 3336600190887 1

HEXA
HEX2 300 1 IU0012069MGC 3336600190757 1

HEX2,5 300 1 IU0012070MGC 3336600190764 1
HEX3 300 1 IU0012071MGC 3336600190771 1
HEX4 300 1 IU0012072MGC 3336600190788 1
HEX5 300 1 IU0012073MGC 3336600190795 1
HEX6 300 1 IU0012074MGC 3336600190801 1
HEX7 300 1 IU0012075NC 3336600190818 1
HEX8 300 1 IU0012076NC 3336600190825 1

SQUARE
R0 300 1 IU0012026MGC 3336600190559 1
R1 300 1 IU0012027MGC 3336600190566 1
R2 300 1 IU0012028MGC 3336600190573 1
R3 300 1 IU0012029MGC 3336600190580 1

Features 
• Quick lock attachment.
• Rustproof.
• Standard DIN hardness.

Benefi ts 
• Bits for conventional power screwdrivers.
• Quick lock attachment for optimum grip in the chuck.
• Perfectly suited for all DIN screws.
• Special bits.
• Full transmission of tightening torque.

5
PIECES

Quality Screw bit

M
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IU648
IU638

MINI

MAXI
STOP

Ref.

IU634
IU639

BIG BIG Mini

M

M

B

B

Designation Qty TL Ref. Gencod Qty Pack
Bit Holder BiG 1 2-23/64 60mm IU634 3336600178212 1 B

Bit Holder BIG mini 1 2-23/64 60mm IU639 3336600181229 1 B

Bit Holder BiG 50 2-23/64 60mm IU0015026C 3336600191402 1 M

Bit Holder BIG mini 50 2-23/64 60mm IU0015036C 3336600191419 1 M

Designation Qty TL Ref. Gencod Qty Pack
Bit Holder Fox II SDS-Plus 1 3-5/32 80mm IU638 3336600181212 1 B

Bit Holder Fox II 1 2-23/64 60mm IU648 3336600173156 1 B

Bit Holder Fox II 50 2-23/64 60mm IU0010490NC 3336600191433 1 M

Bit Holder Fox II SDS-Plus 50 3-5/32 80mm IU0010498NC 3336600191440 1 M

Bit Holder Fox II

Bit Holder Big & Big Mini

Features
• Permanent magnet.
• Quick lock system to hold the bits.
• Cold forging process.

Benefi ts
• Quick ejection.
• Very high torsion resistance.
• Quick and easy handling with just one hand.
• Quick lock attachment for optimum grip in the chuck or SDS-plus (part no. U638).
• Magnetic for handling the screws.

Features
• Double permanent magnets at the  
bottom and top of the bit holder.
• Adjustable system.
• Cold forging process.

Benefi ts
• Adjustable depth - stop screw 
function.
•  Big compatible with PH2, PH3, 
PZ2, PZ3, Torx 15 - 30. 
• Big Mini compatible with PH1, PZ1 
and Torx 10.
•  Effective grip of screws with 
magnets.
• Ideal for long screws.
• Ideal for horizontal and vertical 
work alike.

BIT HOLDER
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IU633

IU635
IU626
IU628
IU629

L
M

M

DIN 3126 E6,3

Ø 10

Ref.

B

B

Designation Qty TL Ref. Gencod Qty Pack

Bit Holder Standard
quick-lock

1 2 51mm IU626 3336600198944 1 L

Bit Holder Standard 1 2-9/32 58mm IU628 3336600146792 1 B

Bit Holder Standard 1 3 74mm IU629L03 3336600181243 1 B

Bit Holder Standard 1 4 100mm IU629L04 3336600181250 1 B

Bit Holder Standard 1 6 150mm IU629L05 3336600181267 1 B

Bit Holder Standard 1 8 200mm IU629L07 3336600181271 1 B

Bit Holder Standard 1 10 250mm IU629L09 3336600181281 1 B

Bit Holder SDS-Plus 1 3-5/64 78mm IU635 3336600178229 1 B
Bit Holder Standard

quick-lock
50 2 51mm IU0010350NC 3336600199675 1 M

Bit Holder Standard 90 2-9/32 58mm IU0015007MGC 3336600191341 1 M

Bit Holder Standard 100 3 74mm IU0010052MGC 3336600191358 1 M

Bit Holder Standard 25 4 100mm IU0010105MGC 3336600191365 1 M

Bit Holder Standard 25 6 150mm IU0010110MGC 3336600191372 1 M

Bit Holder Standard 25 8 200mm IU0010115MGC 3336600191389 1 M

Bit Holder Standard 25 10 250mm IU0010120MGC 3336600191396 1 M

Bit Holder SDS-Plus 50 3-5/64 78mm IU0011219NC 3336600191464 1 M

Designation Qty TL Ref. Gencod Qty Pack
Bit holder Shorty 1 1-3/8 35mm IU633 3336600181236 1 B

Bit holder Shorty 100 1-3/8 35mm IU0011150C 3336600191457 1 M

 Bit Holder Shorty

Bit Holder Standard

Features
• Permanent magnet.
• Straight attachment.
• Short, 35 mm 1-3/8" .

Benefi ts
• Its reduced length fi ts entirely in the chuck and makes it possible to use 
the power screwdriver/drill in tight spaces.
• Magnetic for handling the screws.

Features
• Permanent magnet.
• Bit holding ring (except U628).
• Cold forging process.

Benefi ts
• Quick lock attachment for optimum holding in the chuck or SDS+ (part no. U635).
• Magnetic for handling the screws.
• Ideal for hard-to-reach areas, particularly with longer lengths (up to 250mm-10").



IU618CIU642C

IU641D

IU643C IU642D

IU640D

Features Pcs Composition Ref. Gencod
SET WITH SCREW BITS TORSION 31 PZ1(x2)-2(x3)-3(x2)/PH1(x2)-2(x3)-

3(x2)/PL4,5-5,5/TX10-15-20(x3)-
25(x2)-30(x2)/HEX2-3-4-5-6 
+ Bit holder

IU643C   3336600179554 

SET WITH SCREW BITS TORSION 12 PZ1-2(x2)-3/PH1-2(x2)-3/ PL4,5-5,5-
6,5 + Bit holder

IU640D   3336600179523 

SET WITH SCREW BITS TORSION 12 PZ1-2(x2)-3/PH1-2(x2)-3/ TX15-20-25 
+ Bit holder

IU642D   3336600180642 

SET WITH SCREW BITS TORSION 7 PZ1-2-3/PH1-2-3 + Bit holder IU641D  3336600179530
SET WITH SCREW BITS TORSION 7 TX10-15-20-25-30-40  + Bit holder IU642C   3336600179547 
SET WITH SCREW BITS BLUE SHOCK 7 PH2-3/TX20-25-30-40  + Bit holder IU618C   3336600198937 

SCREW BITS SETS
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11 meters, a professional range XXL

Animation, promotion, 
training, on-site assistance

Display 24 pin
Modular furniture suitable for all types  
of products. Ideal for counter

1M
Concrete Specialist

Promotion
Modular counter display
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SERVICE PACK

ON LINE
Advice, Orders, Follow ups, etc.
A dedicated service from 8:00 
a.m to 5:00 p.m non stop.

ASSISTANCE ON SITE
Our team of sales promoters 
is with you on-site  for each 
step to provide professional 
expertise in order to 
meet your customer’s 
expectations.
In the fi eld, they will help you 
choose the most suitable 
product for your applications 
and offer advice and 
demonstrations on tools.

TRAINING
Technical skills are necessary 
for our shared success, 
so that’s why DIAGER’s 
commitment is to get your 
employees perfectly trained 
to drilling and anchoring 
techniques.
Our fi eld teams are available 
to help you on a daily basis, 
advise you and provide 
theory and practical training 
sessions.

PRODUCT EXPERTISE
DIAGER provides you with 
all of its human and technical 
resources.
DIAGER Experts:
• Analyze product feedbacks.
• Providing new solutions.
• On-site interventions.

Watching the videos is an excellent 
way to discover the features and 
strengths of our products.
Go to www.youtube.com\
DiagerTerrain

find all the videos on our chain

DIAGER reserves the sale of its products to professional distributors according to its general terms and conditions of sale that comply 

with article L 441-7 of the Code of Mercantile law. The data contained in this catalogue are those known upon its date of publication 

and are subject to change. Photographs are non-binding.
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FIND US 
ON SOCIAL MEDIA

FOLLOW US !FOLLOW US !
INSTAGRAM
@diager_offi cial

FACEBOOK
facebook.com/diagersas/

LINKEDIN
linkedin.com/company/diager/
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MADE IN FRANCE

DRILLING, SCREW BITS

CATALOG

DIAGER
Rue Henri Moissan

BP 90149
39802 POLIGNY Cedex 2

FRANCE

www.diager.com

Tel. +33 (0)3 84 73 74 75
Fax +33 (0)3 84 73 74 76

contact@diager.com

DIAGER MEXICO : AMERICAS LOGISTICS CENTER
Address : 

Herramientas DIAMEX, S.A. DE C.V.
Av. Las Misiones Nr. 1 Int. 25

Parque Industrial Bernardo Quintana
El Marques  Querétaro  C.P. 76246

MEXICO

Tel. +52 442 2215698
salesadmin@diager.com.mx

FOLLOW US !

INSTAGRAM
@diager_of�cial

  

FACEBOOK 
facebook.com/diagersas

LINKEDIN
linkedin.com/company/diager

YOUTUBE
youtube.com/diager

PROFESSIONAL TOOLS MANUFACTURER

PROFESSIONAL TOOLS MANUFACTURER
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